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STRATFORD, CONNECTICUT

JAMES LONGBRoOK

Q(/o/\/\ &qu

ST. *2

FREDERICK

=R Stratford

o \

GENERAL NOTES DECEMBER 16, 2021 wirw | ARCHITECTS, LLC

1. TOPOGRAPHIC INFORMATION IS TAKEN FROM A MAP PREPARED BY: SLR INTERNATIONAL CORPORATION,
ENTITLED: 'PARTIAL PROPERTY SURVEY/TOPOGRAPHIC SURVEY', DRAWN AT A SCALE OF 1"=20', DATED:

JANUARY 22, 2021. Trumbull, CT 203-243-3346
info@snyderarchitects.com

Architecture . Planning . Construction Management

2. INFORMATION REGARDING THE LOCATION OF EXISTING UTILITIES HAS BEEN BASED UPON AVAILABLE LEG E N D
INFORMATION AND MAY BE INCOMPLETE, AND WHERE SHOWN SHOULD BE CONSIDERED APPROXIMATE. THE

LOCATION OF ALL EXISTING UTILITIES SHOULD BE CONFIRMED PRIOR TO BEGINNING CONSTRUCTION. CALL

" " EXISTING PROPOSED
CALL BEFORE YOU DIG", 1-800-922-4455. ALL UTILITY LOCATIONS THAT DO NOT MATCH THE VERTICAL OR
HORIZONTAL CONTROL SHOWN ON THE PLANS SHALL IMMEDIATELY BE BROUGHT TO THE ATTENTION OF THE . .
ENGINEER FOR RESOLUTION. -— STREET LINE m Civil Engineer
3. SLR INTERNATIONAL CORPORATION ACCEPTS NO RESPONSIBILITY FOR THE ACCURACY OF MAPS AND DATA PROPERTY LINE
WHICH HAVE BEEN SUPPLIED BY OTHERS. %
WETLAND BUFFER LINE
4. ALL DIMENSIONS AND ELEVATIONS SHALL BE VERIFIED IN THE FIELD PRIOR TO CONSTRUCTION. ANY BATTING @
DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER. TUNNEL TENNIS COURT SETBACK LINE
LIGHT POLE —_—700————— MAJOR CONTOUR o
5. SEDIMENT AND EROSION CONTROL MEASURES AS DEPICTED ON THESE PLANS AND DESCRIBED WITHIN THE ) -TYP. OF 6 @),
SEDIMENT AND EROSION CONTROL NARRATIVE SHALL BE IMPLEMENTED AND MAINTAINED UNTIL PERMANENT :
(R
COVER AND STABILIZATION IS ESTABLISHED. ALL SEDIMENT AND EROSION CONTROL MEASURES SHALL / MINOR CONTOUR (68> 99 Realty Drive
CONFORM TO THE "GUIDELINES FOR SOIL EROSION AND SEDIMENT CONTROL, CONNECTICUT - 2002, AND IN ;
ALL CASES BEST MANAGEMENT PRACTICES SHALL PREVAIL. SPOT GRADE +70.5 CheShlre’ CT
6. ALL DISTURBED AREAS SHALL RECEIVE A MINIMUM OF 6" TOPSOIL, AND BE SEEDED WITH GRASS, AS SHOWN WETLANDS (203) 271-1773
ON THE PLANS. TREE LINE
7. ALL STORM DRAIN PIPE SHALL BE HIGH DENSITY POLYETHYLENE PIPE (HDPE) UNLESS OTHERWISE INDICATED. PENDERS * % CC} TREE O m Electrical Engineer
FIELD ?
8. ALL PROPOSED CONTOURS AND SPOT ELEVATIONS INDICATE FINISHED GRADE. K — SG Englneerlng, LLC
t—-r———+--4 STONEWALL
9. ALL CONSTRUCTION MATERIALS AND METHODS SHALL CONFORM TO THE TOWN OF STRATFORD H : ) ! : S thi t CT
REQUIREMENTS AND TO THE APPLICABLE SECTIONS OF THE STATE OF CONNECTICUT DEPARTMENT OF ] ir—COURT 1—; POST-TENSIONED x LIGHT POST outnhington,
TRANSPORTATION STANDARD SPECIFICATIONS FOR ROADS, BRIDGES, AND INCIDENTAL CONSTRUCTION, / O | | ] CONCRETE (203) 215-9448
FORM 817 AND AMENDMENTS @ / | | [ __I__ ] TENNIS COURTS :(9: HYDRANT
10. THE PLANS REQUIRE A CONTRACTOR'S WORKING KNOWLEDGE OF LOCAL, MUNICIPAL, WATER AUTHORITY, Q A . -TYP. OF 4 O WATER METER
AND STATE CODES FOR UTILITY SYSTEMS. ANY CONFLICTS BETWEEN MATERIALS AND LOCATIONS SHOWN, Q& 1 1
AND LOCAL REQUIREMENTS SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO THE - Owy WATER VALVE
EXECUTION OF WORK. THE ENGINEER WILL NOT BE HELD LIABLE FOR COSTS INCURRED TO IMPLEMENT OR g ")) t——r——1———4 o
CORRECT WORK WHICH DOES NOT CONFORM TO LOCAL CODE. Y\_l — : C!OUET i : (e GAS VALVE
— i C A |
11. ALL FUEL, OIL, PAINT, OR OTHER HAZARDOUS MATERIALS SHOULD BE STORED IN A SECONDARY CONTAINER Q »y 'L”'LJ'WJ'WJ' O CATCH BASIN [ |
AND REMOVED TO A LOCKED INDOOR AREA WITH AN IMPERVIOUS FLOOR DURING NON-WORK HOURS. $ | o ® o
] ' MANHOLE/YARD DRAIN/AREA DRN. ]
12. COMPLIANCE WITH THE PERMIT CONDITIONS IS THE RESPONSIBILITY OF BOTH THE CONTRACTOR AND THE Gl ‘
PERMITTEE. il o o - SAN SANITARY LINE
/ —+
13. THE CONTRACTOR MUST MAINTAIN (REPAIR/REPLACE WHEN NECESSARY) THE SILTATION CONTROL UNTIL ALL / AEENEDS & b ] STORM DRAIN W/CATCH BASIN ————— e ———
DEVELOPMENT ACTIVITY IS COMPLETED AND ALL DISTURBED AREAS ARE PERMANENTLY STABILIZED. / El\
e ’ L W WATER MAIN
CONSTRUCTION SEQUENCE i ] , on DOMESTIC WATER B rFroject
| | | | ]
I—(fOU| T 3— T ¢ GAS MAIN
1. PRIOR TO COMMENCEMENT OF WORK A PRE-CONSTRUCTION MEETING SHALL BE HELD WITH TOWN STAFF AND | I L ] . ELECTRIC LINE

REPRESENTATIVES OF THE CONTRACTOR AND OWNER. AT THIS MEETING, ONE PERSON WILL BE PLACED IN [~ i TOWN OF
CHARGE OF SEDIMENT AND EROSION CONTROL FOR THE ENTIRE SITE. + - ELECTRIC, TELEPHONE, CABLE

2

2. TOWN STAFF WILL BE NOTIFIED ONCE A CONSTRUCTION SCHEDULE IS FINALIZED AND PRIOR TO THE START OF ? A Q UTILITY POLE I RAI F RD

ANY SITE WORK. - .

[___T"I"T"_] a —o_ SIGN —0— 2725 Main Street
3. CALL "CALL BEFORE YOU DIG" FOR MARK OUT OF ALL UTILITIES. : , — tratford, CT 06614
/ —COURT 4—{ — X IRON PIPE Stratford, CT 066

4. CONTRACTOR TO STAKE OUT LIMIT OF DISTURBANCE AND VEGETATION TO BE RETAINED. NO DISTURBANCE IS / | _ ol MONUMENT

TO TAKE PLACE BEYOND THE LIMITS OF WORK SHOWN. / | ] { . MON

) EDGE OF PAVEMENT W/CURB

5. CONTRACTOR TO INSTALL SEDIMENT AND EROSION CONTROLS ALONG THE PERIMETER, AND STABILIZED
CONSTRUCTION ENTRANCES.

New Tennis Courts:

CONCRETE SIDEWALK | | | | | | | |

6. iI&%AURNgNSDTg(P:\IL(JEIEégI.E, SCREEN AND STOCKPILE TOPSOIL. PLACE SEDIMENT FILTER FENCE AND HAYBALES e CHAIN LINK FENCE o o o LO n g b ro O |< P O rk
7. INITIATE MASS EARTHWORK OPERATIONS AFTER ALL BASINS, BERMS, SWALES, SILT FENCE & HAYBALES ARE oF POST .
INSTALLED. Ogp GATE POST Glendale Road & Prim Street
8. SLOPES ARE TO BE ESTABLISHED AS SOON AS PRACTICAL BEFORE UTILITY INSTALLATION. STABILIZE ALL PRIM STREET ¢ BOXWIRE FENCE Stratford, CT
SLOPES IMMEDIATELY AFTER THEIR ESTABLISHMENT. OHW ORDINARY HIGH WATER
9. INSTALL TENNIS COURTS AND FENCING. oy IRRIGATION CONTROL VALVE
10. SEDIMENT AND EROSION CONTROLS SHALL BE INSPECTED AT LEAST ONCE A WEEK AND WITHIN 24 HOURS OF o ELECTRIC METER
THE END OF A STORM WITH A RAINFALL AMOUNT OF 0.5 INCH OR GREATER. = B Drawing Title
e GAS METER
11. THE SEDIMENT AND EROSION CONTROL PLAN SHALL BE MODIFIED BY THE CONTRACTOR AT THE DIRECTION OF .
THE ENGINEER AND THE TOWN'S DESIGNATED REPRESENTATIVE AS NECESSITATED BY CHANGING SITE PROJ ECT SITE VICIN ITY MAP . (o) IRON PIN FOUND
IPIN
= TITLE SHEET
12. INSPECTION OF THE SITE FOR EROSION SHALL CONTINUE FOR A PERIOD OF THREE MONTHS AFTER COMPLETION F-
WHEN RAINFALLS OF ONE INCH OR MORE OCCUR. . o -,
13. THE SITE SHOULD BE KEPT CLEAN OF LOOSE DEBRIS, LITTER, AND BUILDING MATERIALS SUCH THAT NONE OF SCALE 11=40
THE ABOVE ENTER WATERS OR WETLANDS.
14. A COPY OF ALL PLANS AND REVISIONS, AND THE SEDIMENT AND EROSION CONTROL PLAN SHALL BE MAINTAINED
ON-SITE AT ALL TIMES DURING CONSTRUCTION.
NAME TITLE
- TITLE SHEET
PREPARED BY: PREPARED FOR: EX EXISTING CONDITIONS
RM SITE PLAN - REMOVALS :
MR. BRIAN SNYDER, AlA, LEED AP, NCARB, CDT Issued Drawing No.
SNYDER ARCHITECTS LA SITE PLAN - LAYOUT AND LANDSCAPING 12/1 6/2021
S R 23 EAST LAKE ROAD GU SITE PLAN - GRADING & UTILITIES seal
cdale
' L SE SEDIMENT & EROSION CONTROL PLAN, NOTES, & DETAILS
Know what's below. TRUMBULL, CONNECTICUT 06611
Ca|| before you d|g zis:m;;cnﬂ,&m SD-1-SD-4 SITE DETAILS 0
203.271.1 .
www.cbyd.com SE;CZNSZZ'?'ING.COM
20-034
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STORM MH
T.F.=23.42

INV.=19.9(E)
EXISTING CONDITIONS LEGEND INV.=19.3(NE)

cLcB B Revisions
T.G.=22.95

INV.=19.7(NE)

INV.=19.1(NW) INV. =19, 7(SW) 12/16,/2021 ISSUED FOR CONSTRUCTION

INV.=19.4(SE)

o STREET LINE
- PROPERTY LINE
CLCB
o—a—0 BOXWIRE FENCE T.G.=23.25
INV.=20.0(NW) /6
o——o—o CHAIN LINK FENCE aZe
OHW ORDINARY HIGH WATER
SAN SANITARY LINE
w WATER LINE
(®) DRAINAGE MANHOLE SAN MH
T.F.=23.40
® SANITARY MANHOLE INV.=10.5(SE)
___— INV.=11.5(NE)
O CATCH BASIN INV.=10.5(SW)
INV.=10.5(NW)
o WATER METER
WM
Oy WATER VALVE Grass
Ocp GATE POST CLCB
Oy IRRIGATION CONTROL VALVE ;N?/ ==2129 305?5 )
Ocu ELECTRIC METER ~ ;
2/1
S,
Oy GAS METER cLeB “Crp W pVC
T.G.=23.11 8
Q@ UTILITY POLE INV.=19.9(NE) Sous:
INV.=19.8(W)
X SNYDER
o LIGHT POST A R H I I
—— SIGN 63 CLCB C I E C S I—I—C
96 \ T.G.=22.47 )
o IRON PIPE FOUND INV.=20.1(N)
P INV.=19.9(SW) Architecture . Planning . Construction Management
o IRON PIN FOUND Approximate Locatio —~
IPIN Ofgoul dor (Tyo) Garage Trumbull, CT 203-243-3346
o] MONUMENT FOUND N/F ’ info@snyderarchitects.com

Town of Stratford

o N ?rgwezﬂz 92 "”\s
\Q G.= . 24" . . .
&4 4 il m Civil Engineer
d —
Batting s S L R
Existing Building Cage O
e 99 Realty Drive
FF=24.6
GF=24.7 P ,‘% £ i
66.05. Toko ord Cheshire, CT
GP
Grass (203) 271 —1 773
0/70,
- % 7 " ’ m Electrical Engineer
K ) . .
\\ 2 T SG Engineering, LLC
% .
\ / 6 . Southington, CT
3 iy ey ity ole/ (203) 215-9448
RN '-
p Jgf,l?co
/ 12' Chain Link Fence
CLCB ﬁ\ O O O O O N ) N a A A A
vr ST
Chelsea Pearson INV. 221.2(N) / o o )
INV.=20.8(W) icv
CLCB R
SAN MH T.G. =23.43J D) ]
T.F.=25.90 INV.=21.2(SW) ﬁ |
INV.=18.9(SE) = d
\ INV.=18.9(NW) % } X
~ (
]
\ ( ) ( B rroject
- ]
P
o (E i Net o Im
- 0 TOWN OF
; STRATFORD
Grass " \?GP Clay Tennis Court 6A [ Q
P ° . Raised 2725 Main Street
N/F 0] Paddile 0] Stratford, CT 06614
Matthew Zawoysky C Court
>
3 0] 0]
) .
/ 3 S eo—a—& New Tennis Courts:
—__ o : : Longbrook Park
30"
\ 'r\\/ / Oak /& @ .
-~ / ) 2’ ! Glendale Road & Prim Street
—& g water P © Net Post ) ; £ %;3 Stratford, CT
// : < i o)

o \\\ B Drowing Title

WM
Ledge ( redge \%\7
‘é"\

N/F /
Barbara M. Kachmar

(‘*«J

S16°32°02"W —=— 521.16' T - 8 u =7 ~— - 9% - =
= Ut',-% 3 3374 —— ' / EXlSTlNG
ility Pole/ Utility Pole/ Ri
SAN MH T~ Light Pole Light Pole w/Riser

s x / - Tf ,, CONDITIONS
/

6 J.E=
INV.=20.0(SE) d > G G G G G G G G G G G =
\ INV.=20.0(W) f/ : e PRIM STREET w2729 \
&l "
/ W i

Ledge Fountain - (Typ.) v
Conc. Pad \D 3 x\’ ) %;U
) L5 o el
N Y — —C— o \ U am \ \ \Y L W4 — ) \) B e
urI
2375

8 W/ 8

>
% w w W Oty W W w w W
ur ur
wv
} e 5310/ 5311
~ »
ZYI =0 UI OHW —%— \ OHW OHW OHW \ q OHW OHW dhiw OHW I onw OHW ﬂ@

N/F /
- M Y /
S Y 5309 Conc. Sidewalk Conc. Sidewalk
5 & mMonF - ——— —— —== —0D—— = ‘\ = = —= = — —_— —_—
»i\’ / Conc. Retaining Wall IPIN IPIN \ /
/ N/E Benchmark J
Bench Tie in UI 5310 .
Ron A. Neilson & Elev.=31.60 Karlll\\l/l/ L’l'_ i Issued Drawing No.
Lynn C. Ferrari
/ / ) 12/16,/2021

James J. &
Scale
2 = N/ F uy
N N/F N/F ”» ’
S Daniel Rasado Joshua Norko J(Zggoﬁr/lg(élszger;a& - 1"=20 E X

Linda K. Dipisa
N 0 - Job No.
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REMOVALS LEGEND

REMOVE AND DISPOSE OF EXISTING
CLAY COURT SURFACING

REMOVE AND DISPOSE OF GRASS
AND TOPSOIL

REMOVE AND DISPOSE OF EXISTING
SITE FEATURE

TREE PROTECTION

SITE FEATURE TO BE PROTECTED

REMOVE AND DISPOSE OF CHAIN LINK

FENCE AND CONCRETE FOUNDATIONS

REMOVE AND DISPOSE OF
BATTING CAGE

REMOVE STUMP

PROTECT TREE
(TYP. OF 5)
-SEE DETAIL

REMOVE CURBLESS
CATCH BASIN

v v
v \ v

v v REMOVE TREE
N v v (TYP. OF 8)

N, N

N\
./

£\Z v \Z N\ v \Z £\Z N N2 £\Z £\Z £\Z £\Z
N2 N N2 \Z \'Z \% N2 N2 v \% \Z N2 N2
\Z v v \Z v \Z \Z \'4 - v \Z \Z
£\Z £\Z 2 N\ \Z 4 v £\Z £\Z v S N2 7
N2 N2 N2 N2 N2 \Z \2 \Z N2 \'Z N2 N2 N2 N2 N2 v N2 /_ REMOVE LIGHT POLE
\% \% \% \% \% \% 4 \2 \'Z \'2 \2 \2 N2 N2 (TYP' OF 2)

¥ ¥ ¥ REMOVE GRASS /* ooy ooy
oV ;/“’ AND TOPSOIL ¥ % Y Y. v v ¥
Vv Vv Vv v v v v 32 , N

RELOCATE BOULDERS TO FACILITATE
CONSTRUCTION ACCESS. RETURN
TO ORIGINAL LOCATION UPON
COMPLETION OF CONSTRUCTION

v v v v v v v v
v v v o
v v v v v
v v v v
v v v v v
v v v v
v v v v v
v v
v v v v v v v v REMOVE AND DISPOSE OF
v N X v 5 v PERIMETER CHAIN LINK FENCING
v v
v
S X

REMOVE AND DISPOSE/
TENNIS COURT CLAY

/ MATERIAL

N N
N
/ ¢
RESET IRRIGATION v w o
CONTROL VALVES . o . . / \
v N4 N \ /
N v XX K N ><
/ \ v v N
N N v N
\ / v N 2
' X
G
= X /\ /N 7N\ 7N 7\ X X v Y
N N N N N N N N N N v N N v N
v N N N N N N N N N N N v N v

REMOVE AND DISPOSE OF
WATER FOUNTAIN
-MAINTAIN WATER SERVICE

REMOVE LIGHT POLE
(TYP. OF 2)
W

REMOVE AND DISPOSE OF
FLOQODLIGHT. POLE '&O REMAIN.

REMOVALS NOTES

ALL EXISTING TREES, WALKS, STRUCTURES, UTILITIES,
FACILITIES, ETC. TO REMAIN ARE TO BE PROTECTED
FROM ANY DAMAGE FOR THE ENTIRE CONTRACT PERIOD.
ANY DAMAGE TO EXISTING FINISHES OR STRUCTURES
NOT TO BE DISTURBED BY CONSTRUCTION ARE TO BE
RESTORED BY THE CONTRACTOR TO ORIGINAL
CONDITION AT NO ADDITIONAL COST TO THE OWNER.

THE LOCATION OF ALL EXISTING UTILITIES SHOWN ON
THIS PLAN HAVE BEEN DETERMINED FROM THE BEST
INFORMATION AVAILABLE, MAY BE INCOMPLETE, AND
WHERE SHOWN SHOULD BE CONSIDERED APPROXIMATE.
THE ENGINEER ASSUMES NO RESPONSIBILITY FOR THEIR
ACCURACY. PRIOR TO THE START OF ANY DEMOLITION
ACTIVITY, THE CONTRACTOR SHALL NOTIFY THE UTILITY
COMPANIES FOR ON-SITE LOCATIONS OF EXISTING
UTILITIES. CALL "CALL BEFORE YOU DIG"
1-800-922-4455.

PRIOR TO THE START OF CONSTRUCTION, ALL
NECESSARY EROSION CONTROL MEASURES ARE TO BE
INSTALLED BY THE CONTRACTOR AND APPROVED BY THE
ENGINEER.

ALL EXISTING SEWERS, PIPING AND UTILITIES SHOWN
ARE NOT TO BE INTERPRETED AS THE EXACT LOCATION,
OR AS THE ONLY OBSTACLES THAT MAY OCCUR ON THE
SITE. VERIFY EXISTING CONDITIONS AND PROCEED
WITH CAUTION AROUND ANY ANTICIPATED FEATURES.
FOR REMOVAL OR RELOCATION OF ANY UTILITIES, GIVE
NOTICE TO ALL UTILITY COMPANIES REGARDING
DEMOLITION AND REMOVAL OF SERVICE LINES PER
UTILITY COMPANY STANDARDS AND CAP ALL LINES
BEFORE PROCEEDING WITH THE DEMOLITION WORK.

THE CONTRACTOR IS RESPONSIBLE FOR COMPLYING
WITH ALL EROSION CONTROL MEASURES SHOWN ON
THE PLANS. THE EROSION CONTROL SYSTEM DESCRIBED
WITHIN THE CONSTRUCTION DOCUMENTS SHOULD BE
CONSIDERED TO REPRESENT THE MINIMUM ACCEPTABLE
STANDARDS FOR THIS PROJECT. ADDITIONAL EROSION
CONTROL MEASURES MAY BE REQUIRED DEPENDENT
UPON THE STAGE OF CONSTRUCTION, THE SEVERITY OF
THE RAINFALL EVENT OR AS DEEMED NECESSARY AS A
RESULT OF ON-SITE INSPECTIONS BY THE OWNER,
THEIR REPRESENTATIVES OR THE JURISDICTIONAL
AUTHORITIES. THESE ADDITIONAL MEASURES SHALL BE
INSTALLED AT NO ADDITIONAL COST TO THE OWNER. IT
IS THE CONTRACTOR'S ULTIMATE RESPONSIBILITY TO
ASSURE THAT THE STORM WATER DISCHARGE FROM THE
SITE DOES NOT EXCEED THE TOLERANCES ESTABLISHED
BY ANY OF THE JURISDICTIONAL AUTHORITIES.

THE CONTRACTOR IS RESPONSIBLE FOR THE REMOVAL
AND DISPOSAL OF ALL MATERIALS CREATED FROM ALL
DEMOLITION IN A LAWFUL MANNER TO A LOCATION
APPROVED BY THE OWNER AND GOVERNING
AUTHORITIES SO THAT THE IMPROVEMENTS SHOWN ON
THE REMAINING PLANS CAN BE CONSTRUCTED. ALL
FACILITIES TO BE REMOVED SHALL BE UNDERCUT TO
SUITABLE MATERIAL AND BROUGHT TO GRADE WITH
SUITABLE COMPACTED FILL MATERIAL PER THE
SPECIFICATIONS.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO OBTAIN
ALL REQUIRED PERMITTING FOR DEMOLITION FROM
RESPONSIBLE REGULATORS AND FULLY ACKNOWLEDGE
AND COMPLY WITH ALL REQUIREMENTS PRIOR TO
COMMENCING DEMOLITION WORK.

IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO
DETERMINE THE EXTENT OF DEMOLITION REQUIRED IN
ORDER TO PERFORM THE CONTRACT WORK FOR THIS
PROJECT. THE CONTRACTOR SHALL CONDUCT SITE
VISITS AND SHALL EXAMINE ALL OF THE INFORMATION
WITHIN THESE DOCUMENTS. ALL DISCREPANCIES
AND/OR OMISSIONS SHALL BE BROUGHT TO THE
ATTENTION OF THE ENGINEER PRIOR TO BID SUBMITTAL.

TREES TO REMAIN IN THE CONSTRUCTION AREA SHALL
BE BOXED, FENCED OR OTHERWISE PROTECTED AS
CLOSE TO THE LIMITS SHOWN ON THE DRAWINGS. DO
NOT PERMIT HEAVY EQUIPMENT OR STOCKPILES WITHIN
BRANCH SPREAD.

B Revisions

12/16/2021 ISSUED FOR CONSTRUCTION

SNYDER
ARCHITECTS, LLc

Architecture . Planning . Construction Management

Trumbull, CT 203-243-3346
info@snyderarchitects.com

m Civil Engineer

SLR®

99 Realty Drive
Cheshire, CT
(203) 271-1773

m Electrical Engineer
SG Engineering, LLC

Southington, CT
(203) 215-9448

B rroject

AW STRATFORD

2725 Main Street
Stratford, CT 06614

New Tennis Courts:

Longbrook Park

Glendale Road & Prim Street
Stratford, CT

R Map

| Drawing Title

SITE PLAN -
REMOVALS

Issued Drawing No.

12/16/2021

Scale

~) RM

Job No.




MATERIALS LEGEND

CONCRETE WALKWAY

STONE DUST SURFACING

TOPSOIL AND SEED TO LAWN

LAYOUT NOTES

1. SLR CONSULTING ACCEPTS NO RESPONSIBILITY FOR MAPS AND DATA
THAT HAVE BEEN PREPARED AND SUPPLIED BY OTHERS.

2. LAYOUT CRITERIA AND DIMENSIONS ARE SHOWN ON THIS PLAN. ALL
CONTROL POINTS SHALL BE LOCATED BY A CONNECTICUT LICENSED
SURVEYOR. DIGITAL LAYOUT FILES CAN BE PROVIDED TO THE
SURVEYOR AND THE CONTRACTOR AT THE TIME OF STAKE-OUT
REQUEST.

3. ALL DIMENSIONS AND ELEVATIONS SHALL BE VERIFIED IN THE FIELD
PRIOR TO CONSTRUCTION. ANY DISCREPANCIES SHALL BE BROUGHT TO
THE ATTENTION OF THE ENGINEER.

4. ALL PROPOSED CHAIN LINK FENCE SHALL BE PVC POWDER COATED,
COLOR: BLACK. SEE DETAIL AND SPECIFICATIONS.

COURT NOTES

1. PROVIDE 12' BETWEEN COURTS.

2. ALL DIMENSIONS ARE TO THE OUTSIDE OF THE PLAYING LINES,
WITH THE EXCEPTION OF THE CENTER LINES WHICH ARE MEASURED
OUT TO CENTER.

3. THE CENTER SERVICE LINE AND CENTER MARKS SHALL BE 2" WIDE.
OTHER LINES SHALL BE BETWEEN 1" AND 2" WIDE, EXCEPT THE
BASE LINES SHALL BE UP TO 4" WIDE.

4. DIMENSIONS ARE TO FACE OF CHAIN LINK FENCE FABRIC.

PLANTING NOTES

1. TREE PLANTING LOCATIONS SHOWN ON THIS PLAN ARE APPROXIMATE IN
NATURE. CONTRACTOR SHALL COORDINATE FINAL PLANTING
LOCATIONS WITH TOWN OF STRATFORD TREE WARDEN, CONSERVATION
COMMISSIONER, AND PROJECT LANDSCAPE ARCHITECT.

2. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UNDERGROUND
UTILITIES PRIOR TO EXCAVATING PLANT PITS.

3. THE LANDSCAPE CONTRACTOR SHALL PROVIDE A 4" MINIMUM DEPTH OF
TOPSOIL FOR ALL LAWN AREAS. WATER AS NECESSARY TO ESTABLISH
TURF.

4. ALL PLANTING BEDS SHALL HAVE 12" MINIMUM DEPTH OF TOPSOIL.

5. THE LANDSCAPE CONTRACTOR SHALL PROVIDE A 4" MIN. DEPTH (AFTER
COMPACTION) OF SHREDDED MULCH OVER ALL TREE PLANTINGS.

6. PLANT SPECIES MAY BE ADJUSTED BASED ON AVAILABILITY AT TIME OF
PLANTING. ALL PLANT MATERIAL SUBSTITUTIONS ARE SUBJECT TO
REVIEW AND APPROVAL BY THE LANDSCAPE ARCHITECT AND OWNER.

7. WHERE A SIZE RANGE IS SPECIFIED AT LEAST 50% OF PLANTS
PROVIDED SHALL BE OF THE LARGER SIZE.

8. QUANTITY AND PLACEMENT OF PLANTS ARE APPROXIMATE AND ARE
SUBJECT TO FINAL PLACEMENT IN THE FIELD BY THE OWNER.

&@

DRIVE POST AT ANGLE
\) AND DRAW VERTICAL

ROOTFLARE
4" DEPTH OF MULCH ~~———SUPPORT POST
1/4 WIDTH OF ROOTBALL
EDGE OF MULCH AS
PER PLANS OR 2" HIGH EARTHEN SAUCER

DRIPLINE OF TREE FINISHED GRADE
' /

N

8!

3 N rootBALL ML
2| LoPED SIDES A / 5' TILLED TOPSOIL (TYPICAL)
22 ¥ /Sﬂ [~ REMOVE TOP PORTION OF BURLAP ONLY
S| CLEAN BACKFILL ~—_
i BEND BACK WIRE BASKET
COMPACTED SUBGRADE
SECTION
TREE PIT — 7

LIMIT OF BALL RUBBER HOSE

PLAN DOUBLE STRAND NO. 12 GAUGE

— GALVANIZED WIRE TWISTED. DO NOT
OVERTIGHTEN WIRE

NOTE:

1. SUPPORT STAKES SHALL BE REMOVED BY THE CONTRACTOR ONE
YEAR AFTER INSTALLATION.

TREE PLANTING

NOT TO SCALE

QR

BATTING TUNNEL
-FINAL LOCATION TO BE FIELD
VERIFIED BY OWNER

51

CONCRETE WALK

BATTING TUNNEL POLE

(TYP. OF 4)

4' WIDE GATE

STONE DUST SURFACING

BID ALTERNATE NO. 2
ADA COMPLIANT
DRINKING FOUNTAIN
ON CONCRETE PAD

PICKLEBALL STRIPING

1

(TYP.)

QA

10' BLACK VINYL CHAIN LINK FENCE

TIMBER EDGING

TENNIS COURT NET

POST (TYP.)

-SEE DETALLS
AS

4

N\

O——

COURT #1

108' FENCE TO FENCE

12'

)
120" FENCE TO FENCE

36'

2o

10

J

/

BID ALTERNATE NO. 3

9' WINDSCREEN COLOR: GREEN

F=———1T"———-

COURT #3

4' WIDE GATE

OUTER COURT:
COLOR - GREEN

INNER COURT:
COLOR - RED

REPLACE EXISTING
WATER FOUNTAIN

Vo

\

=71

\ 10" WIDE

A
/

COURT #4

Ny

ACCESS GATE

QR

TOPSOIL AND SEED

TO LAWN

+8' OFF COURT (MIN.)
C /

NEW 10' HT. BLACK
CHAIN LINK FENCING
AND GATES

10' WIDE
/ ACCESS GATE
7/

< \(2) 2 TENNIS COURT PLAY AREA

-REFER TO DETAILS FOR LAYOUT
AND STRIPING INFORMATION

CONCRETE WALKWAY

1
QA
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LIGHT POLE FOUNDATION (TYP.)
SEE ELECTRICAL DRAWINGS FOR

(@]

ADDITIONAL LIGHTING INFORMATION ¢

BID ALTERNATE NO. 1
FURNISH AND INSTALL LIGHT POLES,
FIXTURES, CONTROLS AND WIRING

PLANT SCHEDULE

BOTANICAL NAME

COMMON NAME SIZE

Acer saccharum

Quercus alba
Quercus rubra

Sugar Maple 3"-3.5" Cal.
White Oak 3"-3.5" Cal.
Red Oak 3"-3.5" Cal.
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GRADING LEGEND

+70.5 PROPOSED SPOT ELEVATION
- 70——m—— EXISTING CONTOUR
{(124) PROPOSED CONTOUR

UTILITY NOTES:

1. EXISTING UTILITIES SHOWN ARE BASED ON AVAILABLE MAPPING AND
SHOULD BE CONSIDERED APPROXIMATE.

2. EXISTING UTILITIES IN CONFLICT WITH PROPOSED CONDITIONS ARE
TO BE RELOCATED AS REQUIRED.

MATCH GRADE OF
EXISTING WALK

22.4

.\
22.4
@

DRAIN BASIN WITH STANDARD GRATE
T.F.=23.0

INV.=20.5(E)

INV.=20.5(W)

INV.=21.5(SW)

47'-8" HDPE
$=5.32%

TR TR
Bt M o

AL )
=

4/
|
Y A

(HOa)
(D
~ &
~ ~ \\\\ \ 9 \ % A

INV.=19.00

[y
1
7 @a

)
e
)

T
(¥

\ LA
L.
7 P

A

(I P

Ao

F=—"t-———-
CL 7

L4
-,

L4

oy

-

.5 %.Y

|

|

SYSTEM 4000 IN-LINE 7\
CATCH BASIN C

o
0
®
>
<
cactam
9,

S

INV.=23.2(0OUT) 0.83% ’
|
i

CaN2a sy
= u

v A
- OIS
M EBAN

N
4
»;

L)

J

(I R

BID ALTERNATE NO. 2 !
NEW WATER FOUNTAIN \

F=—=—7T "~

.
D

5.
N

[
);®,

)@,
!
'4

105'-6" HDPE Pipe

|
|
$=0.57% INV=24.6 ¢
'-12" HDPE Pipe
$=4.71% Q wzsi

INV=24.6 ~_ s 4

INV.=21.20

1 T T I
| | | |
)—( 26 )
DRAIN BASIN WITH DOME GRATE | | | |
TOP OF GRATE=24.3 | | | |
INV.=22.0 | | | |
INV.=22.6 1 1 Lot I

PROVIDE PROVIDE 5'X5'

RIVER ROCK PAD

1" PVC WATER LINE TO NEW WATER
FOUNTAIN

18" @ STONE COLUMN WRAPPED IN
FILTER FABRIC

STONE DEPTH=3'

PITCH-CONCRETE 1.5%
AWAY FROM COURTS

FT—-——1T - ———-

INV.=23.0

PROVIDE 5'X5"RIVER ROCK PAD

16'-6" HDPE Pipe
$=2.50%

\100 LF SLOPED TRENCH DRAIN TO
INLINE CATCH BASIN
TOP OF GRATE=25:1

Yo
N R v
J ST SR = W W

SR mimmer] Ty

INV=23.4
NEW-BALL VALVE TO TIE INTO —’//’

EXISTING SERVICE
VERIFY EXISTING PIPE SIZE IN FIELD

26.
o qgras-gs & T TN
Nvoa:

’ LT
e - " |  awran d i, T
. e ‘.-.-.._m!.*..',-s-!.‘c.v..:&m‘o&a-n

SEE ELECTRICAL DRAWINGS FOR
FOR'ADDITIONAL INEFORMATION

1" BALL VALVE TO TIE-INTO

EXISTING WATER SERVICE PROPOSED TEE/TO CONNECT NEW

WATER FOUNTAINTOEXISTING
SERVICE

PO PO ML) N 2

INV=24.2

145' FRENCH DRAIN
TOP OF RIVER ROCK=26.2
& $=0.5%

G

).
(+2)
;OSe:

"‘.Ok-,.

305' LF STONE INFILTRATION TRENCH
TOP OF RIVER ROCK=23.0
SET PIPE FLAT AT INV.=20.5

YD 2 (Drywell)
T.F.=22.80
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SEDIMENT & EROSION CONTROL SPECIFICATIONS
GENERAL:

THESE GUIDELINES SHALL APPLY TO ALL WORK CONSISTING OF ANY
AND ALL TEMPORARY AND/OR PERMANENT MEASURES TO CONTROL
WATER POLLUTION AND SOIL EROSION, AS MAY BE REQUIRED,
DURING THE CONSTRUCTION OF THE PROJECT.

IN GENERAL, ALL CONSTRUCTION ACTIVITIES SHALL PROCEED IN
SUCH A MANNER SO AS NOT TO POLLUTE ANY WETLANDS,
WATERCOURSE, WATER BODY, AND CONDUIT CARRYING WATER,
ETC. THE CONTRACTOR SHALL LIMIT, INSOFAR AS POSSIBLE, THE
SURFACE AREA OF EARTH MATERIALS EXPOSED BY CONSTRUCTION
METHODS AND IMMEDIATELY PROVIDE PERMANENT AND TEMPORARY
POLLUTION CONTROL MEASURES TO PREVENT CONTAMINATION OF
ADJACENT WETLANDS, WATERCOURSES, AND WATER BODIES, AND
TO PREVENT, INSOFAR AS POSSIBLE, EROSION ON THE SITE.

LAND GRADING:

THE RESHAPING OF THE GROUND SURFACE BY EXCAVATION AND
FILLING OR A COMBINATION OF BOTH, TO OBTAIN PLANNED
GRADES, SHALL PROCEED IN ACCORDANCE WITH THE FOLLOWING
CRITERIA:

1.

THE CUT FACE OF EARTH EXCAVATION SHALL NOT BE STEEPER
THAN TWO HORIZONTAL TO ONE VERTICAL (2:1).

THE PERMANENT EXPOSED FACES OF FILLS SHALL NOT BE
STEEPER THAN TWO HORIZONTAL TO ONE VERTICAL (2:1).

THE CUT FACE OF ROCK EXCAVATION SHALL NOT BE STEEPER
THAN ONE HORIZONTAL TO TWO VERTICAL (1:2).

PROVISION SHOULD BE MADE TO CONDUCT SURFACE WATER
SAFELY TO STORM DRAINS TO PREVENT SURFACE RUNOFF FROM
DAMAGING CUT FACES AND FILL SLOPES.

NO FILL SHOULD BE PLACED WHERE IT WILL SLIDE OR WASH
UPON THE INTO ADJACENT WETLANDS, WATERCOURSES, OR
WATER BODIES.

PRIOR TO ANY RE-GRADING, A STABILIZED CONSTRUCTION
ENTRANCE SHALL BE PLACED AT THE ENTRANCE TO THE WORK
AREA IN ORDER TO REDUCE MUD AND OTHER SEDIMENTS FROM
LEAVING THE SITE.

TOPSOILING:

TOPSOIL SHALL BE SPREAD OVER ALL EXPOSED AREAS IN ORDER TO
PROVIDE A SOIL MEDIUM HAVING FAVORABLE CHARACTERISTICS
FOR THE ESTABLISHMENT, GROWTH, AND MAINTENANCE OF
VEGETATION.

UPON ATTAINING FINAL SUBGRADES, SCARIFY SURFACE TO
PROVIDE A GOOD BOND WITH TOPSOIL.

REMOVE ALL LARGE STONES, TREE LIMBS, ROOTS AND
CONSTRUCTION DEBRIS.

APPLY LIME ACCORDING TO SOIL TEST OR AT THE RATE OF TWO (2)
TONS PER ACRE.

1.

MATERIAL.:

TOPSOIL SHOULD HAVE PHYSICAL, CHEMICAL, AND BIOLOGICAL
CHARACTERISTICS FAVORABLE TO THE GROWTH OF PLANTS.

TOPSOIL SHOULD HAVE A SANDY OR LOAMY TEXTURE.

TOPSOIL SHOULD BE RELATIVELY FREE OF SUBSOIL MATERIAL
AND MUST BE FREE OF STONES (OVER 1" IN DIAMETER), LUMPS
OF SOIL, ROOTS, TREE LIMBS, TRASH, OR CONSTRUCTION
DEBRIS. IT SHOULD BE FREE OF ROOTS OR RHIZOMES SUCH AS
THISTLE, NUTGRASS, AND QUACKGRASS.

AN ORGANIC MATTER CONTENT OF SIX PERCENT (6%) IS
REQUIRED. AVOID LIGHT COLORED SUBSOIL MATERIAL.

SOLUBLE SALT CONTENT OF OVER 500 PARTS PER MILLION (PPM)
IS LESS SUITABLE. AVOID TIDAL MARSH SOILS BECAUSE OF
HIGH SALT CONTENT AND SULFUR ACIDITY.

THE pH SHOULD BE MORE THAN 6.0. IF LESS, ADD LIME TO
INCREASE pH TO AN ACCEPTABLE LEVEL.

APPLICATION:

VOID SPREADING WHEN TOPSOIL IS WET OR FROZEN.

SPREAD TOPSOIL UNIFORMLY TO A DEPTH OF AT LEAST SIX
INCHES (6"), OR TO THE DEPTH SHOWN ON THE LANDSCAPING
PLANS.

TEMPORARY VEGETATIVE COVER:

TEMPORARY VEGETATIVE COVER SHALL BE ESTABLISHED ON ALL
UNPROTECTED AREAS THAT PRODUCE SEDIMENT, AREAS WHERE
FINAL GRADING HAS BEEN COMPLETED, AND AREAS WHERE THE
ESTIMATED PERIOD OF BARE SOIL EXPOSURE IS LESS THAN 12
MONTHS. TEMPORARY VEGETATIVE COVER SHALL BE APPLIED IF
AREAS WILL NOT BE PERMANENTLY SEEDED BY SEPTEMBER 1.

SITE PREPARATION:

1.

2.

INSTALL REQUIRED SURFACE WATER CONTROL MEASURES.

REMOVE LOOSE ROCK, STONE, AND CONSTRUCTION DEBRIS
FROM AREA.

APPLY LIME ACCORDING TO SOIL TEST OR AT A RATE OF ONE (1)
TON OF GROUND DOLOMITIC LIMESTONE PER ACRE (5 LBS. PER
100 SQ. FT.).

APPLY FERTILIZER ACCORDING TO SOIL TEST OR AT THE RATE
OF 30 LBS. OF 10-10-10 PER ACRE (7 LBS. PER 1,000 SQ. FT.)
AND SECOND APPLICATION OF 200 LBS. OF 10-10-10- (5 LBS.
PER 1,000 SQ. FT.) WHEN GRASS IS FOUR INCHES (4") TO SIX
INCHES (6") HIGH. APPLY ONLY WHEN GRASS IS DRY.

UNLESS HYDROSEEDED, WORK IN LIME AND FERTILIZER TO A
DEPTH OF FOUR (4") INCHES USING A DISK OR ANY SUITABLE
EQUIPMENT.

TILLAGE SHOULD ACHIEVE A REASONABLY UNIFORM LOOSE
SEEDBED. WORK ON CONTOUR IF SITE IS SLOPING.

ESTABLISHMENT:

7.

10.

SELECT APPROPRIATE SPECIES FOR THE SITUATION. NOTE
RATES AND SEEDING DATES (SEE VEGETATIVE COVER
SELECTION & MULCHING SPECIFICATION BELOW).

APPLY SEED UNIFORMLY ACCORDING TO THE RATE INDICATED
BY BROADCASTING, DRILLING, OR HYDRAULIC APPLICATION.

UNLESS HYDROSEEDED, COVER RYEGRASS SEEDS WITH NOT
MORE THAN 1/4 INCH OF SOIL USING SUITABLE EQUIPMENT.

MULCH IMMEDIATELY AFTER SEEDING IF REQUIRED. (SEE
VEGETATIVE COVER SELECTION & MULCHING SPECIFICATION
BELOW.) APPLY STRAW MULCH AND ANCHOR TO SLOPES
GREATER THAN 3% OR WHERE CONCENTRATED FLOW WILL
OCCUR.

EROSION CHECKS

GENERAL:

TEMPORARY PERVIOUS BARRIERS USING BALES OF STRAW, HELD IN PLACE WITH STAKES DRIVEN
THROUGH THE BALES AND INTO THE GROUND OR GEOTEXTILE FABRIC FASTENED TO A FENCE POST
AND BURIED INTO THE GROUND, SHALL BE INSTALLED AND MAINTAINED AS REQUIRED TO CHECK
EROSION AND REDUCE SEDIMENTATION.

CONSTRUCTION:

BALES SHOULD BE PLACED IN A ROW WITH ENDS TIGHTLY ABUTTING THE ADJACENT BALES.

EACH BALE SHALL BE EMBEDDED INTO THE SOIL A MINIMUM OF FOUR (4") INCHES.

BALES SHALL BE SECURELY ANCHORED IN PLACE BY WOOD STAKES OR REINFORCEMENT BARS
DRIVEN THROUGH THE BALES AND INTO THE GROUND. THE FIRST STAKE IN EACH BALE SHALL BE
ANGLED TOWARD THE PREVIOUSLY LAID BALE TO FORCE BALES TOGETHER.

GEOTEXTILE FABRIC SHALL BE SECURELY ANCHORED AT THE TOP OF A THREE FOOT (3') HIGH FENCE

AND BURIED A MINIMUM OF FOUR INCHES (4") TO THE SOIL. SEAMS BETWEEN SECTIONS OF FILTER
FABRIC SHALL OVERLAP MINIMUM OF TWO FEET (2').

INSTALLATION AND MAINTENANCE:

1. BALED STRAW EROSION BARRIERS SHALL BE INSTALLED AT ALL STORM SEWER INLETS.

2. BALED STRAW EROSION BARRIERS AND GEOTEXTILE FENCE SHALL BE INSTALLED AT THE
LOCATION INDICATED ON THE PLAN AND IN ADDITIONAL AREAS AS MAY BE DEEMED APPROPRIATE
DURING CONSTRUCTION.

3. ALL EROSION CHECKS SHALL BE MAINTAINED UNTIL ADJACENT AREAS ARE STABILIZED.

4. INSPECTION SHALL BE FREQUENT (AT MINIMUM MONTHLY AND BEFORE AND AFTER HEAVY RAIN)
AND REPAIR OR REPLACEMENT SHALL BE MADE PROMPTLY AS NEEDED.

5. EROSION CHECKS SHALL BE REMOVED WHEN THEY HAVE SERVED THEIR USEFULNESS SO AS NOT
TO BLOCK OR IMPEDE STORM WATER FLOW OR DRAINAGE.

VEGETATIVE COVER SELECTION & MULCHING

TEMPORARY VEGETATIVE COVER:

PERENNIAL RYEGRASS 3 LBS./1,000 SQ.FT. (IOLUIUM PERENNE)

PERMANENT VEGETATIVE COVER:

1. SEE SEDIMENTATION AND EROSION CONTROL PLAN FOR SEED MIX

2. TEMPORARY MULCHING: STRAW AT 70-90 LBS./1,000 SQ.FT. (TEMPORARY VEGETATIVE AREAS)
WOOD FIBER IN HYDROMULCH SLURRY 25-50 LBS./1,000 SQ. FT.

ESTABLISHMENT:

1. SMOOTH AND FIRM SEEDBED WITH CULTIPACKER OR OTHER SIMILAR EQUIPMENT PRIOR TO
SEEDING (EXCEPT WHEN HYDROSEEDING).

2. SELECT ADAPTED SEED MIXTURE FOR THE SPECIFIC SITUATION. NOTE RATES AND THE SEEDING
DATES (SEE VEGETATIVE COVER SELECTION & MULCHING SPEC. BELOW).

3. APPLY SEED UNIFORMLY ACCORDING TO RATE INDICATED, BY BROADCASTING, DRILLING, OR
HYDRAULIC APPLICATION.

4. COVER GRASS AND LEGUME SEED WITH NOT MORE THAN 1/4 INCH OF SOIL WITH SUITABLE
EQUIPMENT (EXCEPT WHEN HYDROSEEDING).

5. MULCH IMMEDIATELY AFTER SEEDING, IF REQUIRED, ACCORDING TO TEMPORARY MULCHING
SPECIFICATIONS. (SEE VEGETATIVE COVER SELECTION & MULCHING SPECIFICATION BELOW).

6. USE PROPER INOCULANT ON ALL LEGUME SEEDINGS, USE FOUR (4) TIMES NORMAL RATES WHEN
HYDROSEEDING.

7. USE SOD WHERE THERE IS A HEAVY CONCENTRATION OF WATER AND IN CRITICAL AREAS WHERE
IT IS IMPORTANT TO GET A QUICK VEGETATIVE COVER TO PREVENT EROSION.

MAINTENANCE:

1. TEST FOR SOIL ACIDITY EVERY THREE (3) YEARS AND LIME AS REQUIRED.

2. ON SITES WHERE GRASSES PREDOMINATE, BROADCAST ANNUALLY 500 POUNDS OF 10-10-10
FERTILIZER PER ACRE (12 LBS. PER 1,000 SQ. FT.) OR AS NEEDED ACCORDING TO ANNUAL SOIL
TESTS.

3. ON SITES WHERE LEGUMES PREDOMINATE, BROADCAST EVERY THREE (3)YEARS OR AS INDICATED
BY SOIL TEST 300 POUNDS OF 0-20-20 OR EQUIVALENT PER ACRE (8 LBS PER 1,000 SQ. FT.).

PERMANENT VEGETATIVE COVER

PERMANENT VEGETATIVE COVER SHALL BE ESTABLISHED AS VARIOUS SECTIONS OF THE PROJECT ARE
COMPLETED IN ORDER TO STABILIZE THE SOIL, REDUCE DOWNSTREAM DAMAGE FROM SEDIMENT AND
RUNOFF, AND TO ENHANCE THE AESTHETIC NATURE OF THE SITE. IT WILL BE APPLIED TO ALL
CONSTRUCTION AREAS SUBJECT TO EROSION WHERE FINAL GRADING HAS BEEN COMPLETED AND A
PERMANENT COVER IS NEEDED.

SITE PREPARATION:

1. INSTALL REQUIRED SURFACE WATER CONTROL MEASURES.

2. REMOVE LOOSE ROCK, STONE, AND CONSTRUCTION DEBRIS FROM AREA.

3. PERFORM ALL PLANTING OPERATIONS PARALLEL TO THE CONTOURS OF THE SLOPE.

4. APPLY TOPSOIL AS INDICATED ELSEWHERE HEREIN.

5. APPLY FERTILIZER ACCORDING TO SOIL TEST OR:

o SPRING SEEDING: WORK DEEPLY IN SOIL, BEFORE SEEDING, 300 LBS. OF 10-10-10

FERTILIZER PER ACRE (7 LBS. PER 1,000 SQ. FT.); THEN SIX (6) TO EIGHT (8) WEEKS LATER,
APPLY ON THE SURFACE AN ADDITIONAL 300LBS. OF 10-10-10 FERTILIZER PER ACRE. AFTER
SEPTEMBER 1, TEMPORARY VEGETATIVE COVER SHALL BE APPLIED.

e FALL SEEDING: WORK DEEPLY IN SOIL, BEFORE SEEDING, 600 LBS. OF
FERTILIZER PER ACRE (14 LBS. PER 1,000 SQ. FT.).

10-10-10

2 EACH, DUMP
STRAPS

EXPANSION RESTRAINT
(" NYLON ROPE, 2"
FLAT WASHERS)

GRADATION SHALL BE
CONNDOT NO.3 OR

50' MIN.

PAVED ROAD

4" MIN

FOR UNSTABLE SOILS INSTALL
SUB-BASE OF FREE DRAINING
BACKFILL OR ROAD STABILIZATION
GEOTEXTILE AS NECESSARY

10" MIN.
RADIUS

PAVED ROAD

50' MIN.

CONSTRUCTION ENTRANCE

< ASTM C-33 NO.3
- ACCESS
) STRIPPED GROUND LINE (REMOVE
TOPSOIL AND ORGANICS PRIOR TO
CRUSHED STONE PLACEMENT)
BAG DETAIL d STOCKPILE FOR REUSE
DUMP STRAP /
1" REBAR FOR BAG REMOVAL
FROM INLET DUMP STRAP
| DRIP LINE
5 MIN. R
SILTSACK" N ) 1™~ UMIT OF CLEARING
R AND GRADING
=T
OPTIONAL METAL gsﬁggEs'Pmsn?NCONSTRUCﬂON ACCESS ROAD
HANGING FRAME FOR - MIN. TO WORK[HTE
TRAFFIC CONDITIONS AREA il
L
—_ T —
N.T.S.
INLET SEDIMENTATION CONTROL
DEVICE FOR CATCH BASIN
NOT TO SCALE
L
Ly
P
Py L~
Ly
TEMPORARY SOIL ‘ ‘
STOCKPILE WITH R
SEDIMENT FENCE _o‘.:
“ K
P o Q e
’ q e
=4
s
S g "@ \ S ——— J Y/ 4
7,844
_7\1 ; ETC ,/g_ o ©
INLET ~ = =
PROTECTION
(TYP.)
|
> Q
CONSTRUCTION
/— STAGING AREA
> Q
. 1
&
()
\ /
/
—_—
4. & G G G c G & G
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SEDIMENT AND EROSION CONTROL PLAN

SCALE: 1"=30'

NOT TO SCALE

PROTECT TREE
(TYP.)

EROSION CONTROL LEGEND

CONSTRUCTION ENTRANCE

TEMPORARY STOCKPILE
SURROUND WITH SEDIMENT
FILTER FENCE

A INLET PROTECTION
LJd

()
./

SOIL EROSION AND SEDIMENT CONTROL NARRATIVE

TREE PROTECTION

SEDIMENT AND EROSION CONTROL MEASURES AS DEPICTED ON THESE
PLANS AND DESCRIBED WITHIN THE SEDIMENT AND EROSION CONTROL
NARRATIVE SHALL BE IMPLEMENTED AND MAINTAINED UNTIL PERMANENT
COVER AND STABILIZATION IS ESTABLISHED. ALL SEDIMENT AND EROSION
CONTROL MEASURES SHALL CONFORM TO THE "GUIDELINES FOR SOIL
EROSION AND SEDIMENT CONTROL, CONNECTICUT - 2002", TOWN OF
STRATFORD REQUIREMENTS, AND IN ALL CASES BEST MANAGEMENT
PRACTICES SHALL PREVAIL.

1.PURPOSE AND DESCRIPTION OF PROJECT

A. THE REPLACEMENT OF 2 EXISTING TENNIS COURTS AND THE ADDITION
OF 2 NEW TENNIS COURTS.

B. DISTURBED AREA: +0.7 ACRES

2.IDENTIFICATION OF EROSION AND SEDIMENT CONTROL CONCERNS
A. CUTS AND FILLS ASSOCIATED WITH CONSTRUCTION.
B. PROTECTION OF EXISTING AND PROPOSED STORM DRAINAGE SYSTEM.
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“ " PAINTED LINES, TYP. Revisions
%SINV¥ >S‘E1A/EEE GROOVE WITH (SEE TENNIS COURT u
SURFACE DETAIL
/—FINISHED GRADE ) 12/16/2021 ISSUED FOR CONSTRUCTION
CONCRETE SIDEWALK e PORTABLE
SEE DETAIL ola NET
78' COURT NOTES: e
ol
1. ALL DIMENSIONS ARE TO THE OUTSIDE OF THE ol [ il Sttt Attt 1"

PLAYING LINES, WITH THE EXCEPTION OF THE CENTER — : !
LINES WHICH ARE MEASURED OUT TO CENTER. : !
SCORE JOINT : :
T o 2.  THE CENTER SERVICE LINE AND CENTER MARKS : .

SHALL BE 2" WIDE. OTHER LINES SHALL BE 2" WIDE. - : I ——=-
] |
3/8"W x 1/2"D GROOVE ! !
WITH JOINT SEALER : :
POLYETHYLENE FILLER : :
/ FINISHED GRADE i i
/_ 1 1
- - — — ] |
LA 4 VAR : :
$.' Co <.~' . A qx.g I I

. :A . .A . . o 21!_0n 211_0"

B o I =" % .+ | CONCRETE SIDEWALK TENNIS NET TYP TYP

' e SEE DETAIL POST NET
ST, % A A JE 9 O A -
("4 ("4 ("4 ("4 ("4 ("4 ("4 ("4 ("4

o : | :
. | 2la
| | . = SNYDER
g 1 ] —
1 ] -
: : ARCHITECTS, LLc
LINE LAYOUT FOR 36' AND i | s
EXPANSION JOINT 60" 10 AND UNDER TENNIS : : > Architecture . Planning . Construction Management
NTS -TYP. ALL COURTS ~ ! &
B "~ i ” Trumbull, CT 203-243-3346
I | % info@snyderarchitects.com
1 I [
36' AND 60' COURT STRIPING NOTES: | I i
CONSTRUCTION JOINT . | o
1 |
EXPANSION JOINT 1. 36' & 60' COURT LINES SHALL BE TEXTURED LINE PAINT WITHIN -——- : : -———- m Civil Engineer
THE SAME FAMILY AS THE 78' COURT COLOR. : : SERVICE LINE | &
STIFF BROOM FINISH PERPENDICULAR | ! ol uw
/ TO DIRECTION OF TRAVEL 2. ALL 36' & 60' COURT LINES SHALL TERMINATE 3" FROM THE 78' : : al S5 @
COURT LINES. ! ! =l 8
~ /~}—— CONCRETE, 4,000 PSI WITH 5%-7% AIR S S S Ao nl =
ENTRAINMENT AND WWF 3. ALL 36' & 60' COURT LINES SHALL BE 1.5" WIDE. 4'-6" W w
6X6-W2.9XW2.9 \ S = Z )
4. ALL 36' & 60' COURT LINES SHALL BE MEASURED OUT TO OUT, WITH 4'-6" PORTABLE / m g 99 Rea.-lty Drive
PROCESSED AGGREGATE BASE THE EXCEPTION OF THE CENTER LINES WHICH SHALL BE MEASURED TYP. NET = = Cheshire, CT
BROKEN STONE OUT TO CENTER. BASE LINE ”
SEIEIEEEEEEEEETEE (203) 271-1773
(=== = = = = A COMPACTED SUBGRADE 5. THE CENTER MARK FOR THE 36' COURT SHALL BE SET 2" OFF THE 13'-6" 13'-6" 27'-0"
NOTE: C\ISI'D(I‘EOURT DOUBLES SIDELINE AND SHALL BE 2" LONG BY 1.5" TYP. TYP. TYP. m Electrical Engineer
EXPANSION JOINTS 20' O.C. MAXIMUM : " 12'-0" 36'-0" _ .
SCORE JOINTS 5' O.C. TYPICAL (OR AS EIIEENN(;E'ﬁ E/ITQ(F;K)' * MINIMUM TYp. SG Engineering, LLC
CONCRETE SIDEWALK  sHown ON PLANS) 6. USTA SPECIFICATIONS GOVERN ALL PROJECT TENNIS COURT LINE : .
NOT TO SCALE STRIPING. Southington, CT
(203) 215-9448
KNUCKLE TOP AND BOTTOM RAIL WIRE TIES (9 GA.) TOP AND NOT TO SCALE
SELVAGE (TYP.) COUPLING (AS REQUIRED) BOTTOM @ 18" O.C. MAX.
D / DOME CAP (TYP.)
1'-6" MAX.

/ LINE POST CAP

£

TENSION BAND (15" O.C. MAX.)
" O.D. CORNER POSTS (TYP.)

iz.

1%

\15/8" 0.D. TOP, MIDDLE,

3,"xY," TENSION BAR (TYP.
AND BOTTOM RAILS (TYP.) S ( )

B rroject

CHAIN LINK FABRIC THERMALLY FUSED AND
BONDED 6 GAUGE (9 GA. CORE) 13" 4,000 PSI CONCRETE

10'-0"

N\

DIAMOND MESH INTERWOVEN WIRE FENCE FENCE POST m
FABRIC (CLASS 2B WIRE, COLOR: BLACK) psigin e e a4 STRATFORD

3" 0.D. LINE POSTS (TYP.)
/MAX. SPACING @ 8'-0" O.C.

T 1%" O0.D. MIDDLE RAIL 2725 Main Street
CORNER BAYS ONLY ACO SYSTEM 4000 POLYMER Stratford, CT 06614
|| CONCRETE DRAIN SYSTEM
y~3 O.D. GATE e | —1 New Tennis Courfs:
POSTS (TYP.) 1] —— — — '
| I | . opssosonnes T A AT AN ] [T Longlbrook Park
: fi % S Pt SRR i = 9
%5 S5 RIS RN ‘a1 S fe A
LOCKABLE GATE | | Boretotute % T L ST
LATCH (TYP.) B R R R R R R IEIRRKE T e o = Glendale Road & Prim Street
O 000000 00000002000 2000 2020202020 2020 202020 20202020 CONCRETE WALK LA e RIS T
0002020 20 0 e 0 0 00 202020202020 %0 20 20 20 202020 2020202020 %0 %0 20 20 0020 202020 20% LT e . < ] = Stratford, CT
" RIS R SR S i B ’
- 2" 0.D. GATE | | K S R SRR IT e e So=
0 e e e 0 20 00 0020 202020202020 %0 20 20 20 2020 2020202020 %0 %0 0 20 20 2020 2020 20 20 % IR oty ) U -
FRAME (TYP.) R R R ILIRIRKRLRKS EXPANSION JOINT BETWEEN e S CRRE iR
- e e e e e e 0 020 202020 202020202020 %0 % 20 %0 2020202020 2020 2020 2020 2020 20202 WALK AND TRENCH DRAIN R S oA | —
—[l- PR ERRRRRRRKS ettt RRRY / =, < V=T -
= =i USRS = R G RPN SR R — Drawing Title
\ N\ ‘ A ws o e M =
. P ‘ !“. ‘ ] B PR ~A -. . ' .._4'_'. 4 _:‘:: ‘ e ' —
N Al \ Al \o#11 0.0 AnnEALED R R IR == SITE DETAILS
. Hig TENNIS COURT| " ||-. GALVANIZED STEEL LINE POST aie e ST e e
al *ls]  SURFACE [ ]a: WIRE TIES (12" 0.C. MAX.) “| [ e e | T S S e 1
: . e . o CONCRETE FOOTING e ? || | || |—':'-. || |—
. '.‘4 L ‘.‘4 - '.‘4 . ,-‘4 NOTES:
LU L L ' L " " ) 1. SEE SITE UTILITY PLAN FOR
R S S T 8' 0.C. MAX. ST / EXISTINVC\';,ACL?_NCRETE ° 2 PIPING CONNECTIONS.
. : . - oI - ; - PROVIDE END CAPS PER
Ll Ll srlirdLl MANUFACTURER
TRENCH DRAIN
NOTES NOT TO SCALE
TENNIS COURT CHAIN LINK FENCE 1. CONTRACTOR SHALL PROVIDE SHOP DRAWINGS FOR FENCE AND GATE
NOT TO SCALE 2. ALL FABRIC, POSTS, HARDWARE, AND FITTINGS SHALL BE THERMALLY FUSED
AND BONDED, COLOR: BLACK (SEE SPECIFICATIONS)
3. ALL GATES SHALL SWING AWAY FROM COURTS AND HAVE STOPPERS Issued Drawing No.
PREVENTING THE GATE FROM SWINGING INTO THE COURTS.
4. GATE FABRIC SHALL MATCH FENCE FABRIC 12/1 6/2021
5. MID-RAILS LOCATED AT CORNER BAYS ONLY. Scale
6. GAPS AT GATES AND FENCE SHALL BE SHALL BE SMALL ENOUGH TO NOT
ALLOW BALLS TO PASS THROUGH. AS NOTED -
Job No.
20-034
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A NON-WOVEN

GEOTEXTILE FABRIC

-WRAP AROUND STONE

6" BELOW PIPE —

N

>

NS

& R
o

& N
X 4
2 X
X \S
% <
> N
MY //«
< R
L A U U L A4

36"

FINISH GRADE VARIES
(SEE PLAN)

DEPTH VARIES
ABOVE TOP OF PIPE

1 1/4" BROKEN STONE
OR SCREENED GRAVEL

6" DIA. PERF. CORRUGATED
PLASTIC PIPE WITH FILTER
FABRIC SOCK-MAINTAIN INVERT

FRENCH DRAIN

NOT TO SCALE

FINISH GRADE VARIES
(SEE PLAN)

12" MIN. DEPTH OF
COBBLE / RIVER ROCK

NON-WOVEN
7 e e GEOTEXTILE FABRIC
X p/é\/ -WRAP AROUND STONE
X KK ——1 1/4" BROKEN STONE
A S OR SCREENED GRAVEL
[ K
2 2
X D
2 2
K G
A X
IR RPN R /A/A///\/\>
18"

STONE COLUMN WRAPPED IN FILTER FABRIC

A NON-WOVEN

GEOTEXTILE FABRIC SRS
-WRAP AROUND STONE Z&
. N
6" BELOW PIPE— R
2 23
AN //\\2
N S
N
VU QU YU UL UL UL, />/
54"

FINISH GRADE VARIES
(SEE PLAN)

12" MIN. DEPTH OF
COBBLE / RIVER ROCK

6" ABOVE TOP OF PIPE

1 1/4" BROKEN STONE
OR SCREENED GRAVEL

12" DIA. PERF. CORRUGATED
PLASTIC PIPE WITH FILTER

FABRIC SOCK-MAINTAIN INVERT

STONE INFILTRATION TRENCH

NOT TO SCALE

NOT TO SCALE

FINISHED GRADE

TEMPORARY SUPPORT SYSTEM
(AS REQUIRED)

FINAL BACKFILL LAYER:
SUITABLE EXCAVATED
MATERIAL MAY BE USED

INITIAL BACKFILL LAYER:
INSTALL AND COMPACT 6" MIN.\
ABOVE CROWN OF PIPE

HAUNCHING LAYER: 6" MAX.
LIFTS, COMPACTED

BOTTOM OF TRENCH —/_‘

SEE SITE PLAN FOR
SURFACE TREATMENT

EDGE OF TRENCH

TRENCH WIDTH

I.D. OF PIPE. +2.0'

EXCAVATION

NOTE:

1. BACKFILL MATERIAL USED IN BEDDING, HAUNCHING, AND INTIAL
BACKFILL LAYERS SHALL BE 3/4" CRUSHED STONE.
2. PAYMENT LIMIT FOR ROCK IN TRENCH TO BE PIPE DIAMETER + 3.0’ 2.

24" SQAURE YARD DRAIN COVER
(NEENAH TYPE Q OR EQUAL)

3 COURSE OF BLOCK MINIMUM

FINISHED GRADE

FOUR- 8" DIA. KNOCK OUTS

4| T OVERFLOW PIPE (IF APPLICABLE)

OLD CASTLE CONCRETE

BOTTOM

X
A
7
2\
N
\¢
©
UTILITY \ ] ]
DECTECTOR TAPE
Als e
7 o - </
s /_HDPEPIPE 0nlo oo o :b/zl O oo
I m =
—|w oo o o o =9 o oo »
|9
SPRING LINE = oo o o0 o o o ok
< % Moo O O o o o oo \
BEDDING LAYER: 'lc_) Joo O O O O O oo
4" MIN IN EARTH I S f
6" MIN IN ROCK CUT 4" ‘\\ S )
D 8' DIA. 12"
NOTES:

1. CONCRETE MINIMUM STRENGTH - 4000 PSI @ 28 DAYS

STORM DRAINAGE TRENCH DETAIL

NOT TO SCALE

7001-110-032

QUALITY: MATERIALS SHALL CONFORM TC ASTM A536 GRADE 70-50-05
PAINT: CASTINGS ARE FURNISHED WITH A BLACK PAINT
LOCKING DEVICE AVAILABLE UPON REQUEST SEE DRAWING NO.

343

1599CGS

APPROX. DRAIN AREA = 92.70 SQ IN
APPROX, WEIGHT WITH FRAME = 58.62 LBS

HINGED GRATE
FOR EASY ACCESS

1599CGD

APPROX. DRAIN AREA = 122,07 SQ IN
APPROX. WEIGHT = 26.50 LBS

DIMENSIONS ARE FOR REFERENCE ONLY
ACTUAL DIMENSIONS MAY VARY

|

SECTION A-A

QUALITY: MATERIALS SHALL CONFORM TO ASTM A536 GRADE 70-50-05
PAINT: CASTINGS ARE FURNISHED WITH A BLACK PAINT
LOCKING DEVICE AVAILABLE UPON REQUEST

LI

216.13

TECHNICAL INFORMATION SHOWN HEREIN
REPRODUCTION OF THIS PRINT OR ANY INFORMATION
CONTAINED HEREIN, OR MANUFACTURE OF ANY DATE 37-06
ARTICLE HEREFROM, FOR THE DISCLOSURE TQ QTHERS
1S FORBIDDEN, EXCEPT BY SPECIFIC WRITTEN

PERMISSION FROM NYLOPLAST.

REVISEDBY EBC |PROJECT NOMNAME

www.nyloplast-us.com

a2 —= —=— /// 6.
T W i W i W
B AL i
ey
/
7
N Y S Y Y Y, f -
(DO NOT POLLUTE DRAINS TO WATERWAYS, 16.25 —
N N N YN N Y
I
A\
W)
N
RVBPAST ) || COUGTIE o ) I S
DIMENSIONS ARE IN INCHES
—- e 112 16.13
DIMENSIONS ARE FOR REFERENCE ONLY THIS PRINT DISCLOSES SUBJECT MATTER IN WHICH DRAWNBY EBG | MATERIAL 3130 VERONA AVE
ACTUAL DIMENSIONS MAY VARY NYLOPLAST HAS PROPRIETARY RIGHTS. THE RECEIPT BUFORD, GA 30518
DIMENSIONS ARE IN INCHES ORPOSSESSION OF THIS PRNTDOESNOTCONFER, | DATE 3706 DUCTILE IRON . PHN[T70) 9322443
GRATE MEETS H-20 LOAD RATING TRANSFER, OR LICENSE THE USE OF THE DESIGN OR Nylo last o TECHNICAL INFORMATION SHOWN HEREIN

TIMLE

15 IN STANDARD GRATE ASSEMBLY

comuwnorssr| DWGSZE A |SCALE 18 SHEET  10F1

DWG NO. 7001-110-208

REV ¢

STANDARD GRATE

NOT TO SCALE

THIS PRINT DISCLOSES SUBJECT MATTER IN WHICH
NYLOPLAST HAS PROPRIETARY RIGHTS. THE RECEIFT
OR POSSESSION OF THIS PRINT DOES NOT CONFER,
TRANSFER, OR LICENSE THE USE OF THE DESIGN OR

REPRODUCTION OF THIS PRINT OR ANY INFORMATION
CONTAINED HEREIN, OR MANUFACTURE OF ANY
ARTICLE HEREFROM, FOR THE DISCLCSURE TO OTHERS
1S FORBIDDEN, EXCEPT BY SPECIFIC WRITTEN
PERMISSION FROM NYLOPLAST.

2011 NYLOPLAST

DRAWN BY EBC | MATERIAL 3130 VERONA AVE
BUFORD, GA 30518
3748 RUCTILE IRON ] PHN (770) 832 244
Nyloplast s
REVISED BY EBC | PROJECT NONAME www.nyloplast-us.com
TNLE
331 15 IN DOME GRATE
DWG SIZE A |SCALE 14 SHEET 10F1 | DwGNo. 7001110211 REV D

DOME GRATE

NOT TO SCALE

COVER TO STEEL 1" MINIMUM.

DRYWELL

NOT TO SCALE

GRATE/COVER

TOP SOIL
L L \ L

STEEL REINFORCEMENT - ASTM A-615-75, GRADE 60, ASTM A-185, GRADE 65.

| |
RIS, SRR
R oo
AN NN
Lo v
e o
'

aMNoNg .24 4
6" MIN ON 3"

THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER
GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS I,
CLASS 1|, OR CLASS Il MATERIAL AS DEFINED IN ASTM D2321.

BEDDING & BACKFILL FOR SURFACE DRAINAGE INLETS SHALL BE
PLACED & COMPACTED UNIFORMLY IN ACCORDANCE WITH ASTM D2321.

(DW6-4HD OR EQUAL)

1" BROKEN STONE OR SCREENED
GRAVEL AROUND PERIMETER AND

B Revisions

12/16/2021

ISSUED FOR CONSTRUCTION

SNYDER
ARCHITECTS, LLc

Architecture . Planning . Construction Management

Trumbull, CT

203-243-3346

info@snyderarchitects.com

m Civil Engineer

SLR®

99 Realty Drive
Cheshire, CT

(203) 271-

1773

m Electrical Engineer

SG Engineering, LLC
Southington, CT

(203) 215-

9448

(1,2) INTEGRATED DUCTILE IRON
FRAME & GRATE TO MATCH BASIN O.D.

MINIMUM PIPE BURIAL
DEPTH PER PIPE
MANUFACTURER

RECOMMENDATION

(MIN. MANUFACTURING

REQ. SAME AS MIN. SUMP)

(3) VARIABLE INVERT HEIGHTS
AVAILABLE (ACCORDING TO
PLANS/TAKE OFF)

(5) ADAPTER ANGLES
VARIABLE 0° - 360°
ACCORDING TO PLANS

NYLOPLAST 15" DRAIN BASIN: 2815AG _ _X

18" MIN WIDTH GUIDELINE

—— 8" MIN THICKNESS GUIDELINE

TRAFFIC LOADS: CONCRETE SLAB DIMENSIONS ARE FOR

GUIDELINE PURPOSES ONLY. ACTUAL CONCRETE SLAB MUST BE
DESIGNED TAKING INTO CONSIDERATION LOCAL SOIL CONDITIONS,
TRAFFIC LOADING, & OTHER APPLICABLE DESIGN FACTORS.

SEE DRAWING NO. 7001-110-111 FOR NON TRAFFIC INSTALLATION.

THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER
GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS |,
CLASS |1, OR CLASS Ill MATERIAL AS DEFINED IN ASTM D2321.

BEDDING & BACKFILL FOR SURFACE DRAINAGE INLETS SHALL BE
PLACED & COMPACTED UNIFORMLY IN ACCORDANGE WITH ASTM D2321.

(3) VARIABLE SUMP DEPTH

B rroject

AW STRATFORD

2725 Main Street
Stratford, CT 06614

New Tennis Courts:

Longbrook Park

Glendale Road & Prim Street
Stratford, CT

S

- DRAINAGE CONNECTION STUB JOINT TIGHTNESS SHALL CONFORM TO
ASTM D3212 FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL),
N-12 HP, & PVC SEWER.
- ADAPTERS CAN BE MOUNTED ON ANY ANGLE 0° TO 360°. TO DETERMINE MINIMUM

o

ANGLE BETWEEN ADAPTERS SEE DRAWING NO. 7001-110-012.

REPRODUCTION OF THIS PRINT OR ANY INFORMATION
CONTAINED HEREIN, OR MANUFACTURE OF ANY
ARTICLE HEREFROM, FOR THE DISCLOSURE TO OTHERS

DATE

03-14-16

ACCORDING TO PLANS
(4) VARIOUS TYPES OF INLET & OUTLET ADAPTERS AVAILABLE: (6" MIN. BASED ON
4" - 15" FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL, | MANUFAGTURING REQ)
ADS/HANCOR SINGLE WALL), N-12 HP, PVC SEWER (EX: SDR 35),
PVC DWV (EX: SCH 40), PVC C900/C905, CORRUGATED & RIBBED PVC
W I IN
(CORRUG AT'EBESJPCEHSTH?WNT) GRATE OPTIONS | LOAD RATING | PART # | DRAWING #
PEDESTRIAN MEETS H-10 1599CGP 7001-110-207
STANDARD MEETS H-20 1599CGS 7001-110-208
SOLID COVER MEETS H-20 1599CGC 7001-110-209
PEDESTRIAN BRONZE N/A 1599CGPB 7001-110-210
DOME N/A 1599CGD 7001-110-211
DROP IN GRATE LIGHT DUTY 1501DI 7001-110-073
1 - GRATES/SOLID COVER SHALL BE DUCTILE IRON PER ASTM A536 GRADE 70-50-05,
WITH THE EXCEPTION OF THE BRONZE GRATE. THIS PRINT DISCLOSES SUBJECT MATTER IN WHICH DRAWNBY EBC | MATERIAL 3130 VERONA AVE
2 - FRAMES SHALL BE DUCTILE IRON PER ASTM A536 GRADE 70-50-05 NYLOPLAST HAS PROPRIETARY RIGHTS. THE RECEIPT BUFORD, GA 30518
3 - DRAIN BASIN TO BE CUSTOM MANUFACTURED ACCORDING TO PLAN DETALS, OR POSSESSION OF THIS PRINTDOESNOT CONFER, | DATE 03-30-06 . PHN (T70) 932:2443
RISERS ARE NEEDED FOR BASINS OVER 84' DUE TO SHIPPING RESTRICTIONS. TRANSPER, ORLIGENSE THEUSE OF THEDESIGNOR Nylo last FAX (770) 932-2490
SEE DRAWING NO. 7001-110-065 TECHNICAL INFORMATION SHOWN HEREIN REVISEDBY NMH | PROJECT NOJNAME www.nyloplast-us.com

| Drawing Title

SITE DETAILS

TITLE

15 IN DRAIN BASIN QUICK SPEC INSTALLATION DETAIL

IS FORBIDDEN, EXCEPT BY SPECIFIC WRITTEN

PERMISSION FROM NYLOPLAST. ©2013 NYLOPLAST

DWG SIZE

A

SCALE  1:25 SHEET  10F1 DWG NO.

7001-110-190

REV E

DRAIN BASIN

NOT TO SCALE

Issued Drawing No.
12/16/2021
Scale
AS NOTED S D—2
Job No.
20-034
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3"0.D. SQUARE STEEL POST

3-1/2" SCHEDULE 40 GALVANIZED TUBING
INSIDE DIMENSION OF 3.05"x3.05"

1-3/4"x1-3/4"x0.125" ANGLE IRON
COLLAR. POWDER COAT TO MATCH
SURFACE COLOR 1"

LIMIT OF POST-TENSIONED
CONCRETE SLAB, (CABLES NOT
SHOWN FOR CLARITY)

A f‘"—-iN' <
. ) ~— 7/8" DIAMETER RUBBER TUBING
VAPOR BARRIER —| . o “| COMPRESSED INTO VOID SPACE
BETWEEN BOTTOM OF <
SLAB AND FOOTING, 4 <
(TYPICAL) ca s = -
A g
<7
a 4 g A
<7 /\/ pal
3%"
1-3/4"x1-3/4"x0.125" ANGLE
SLEEVE IRON COLOR, POWDER COAT
3 TO MATCH SURFACE COLORS
POST

TENNIS NET —\

1/8" EASED EDGE

:

b

DETAIL)

N
N\
N
/|
7

LIMIT OF
POST-TENSION SLAB
\ BENEATH COLLAR
I 1l

1/4-20x1-1/4" INSIDE EYE
'/_DIAMETER, STAINLESS STEEL

Il
Il
AN

__ | _NET [T~
ot —"

.

1-1/4"x1" SOLID STEEL
STOCK WELDED BETWEEN

ANGLE BRACES, POWDER
\ COAT AFTER FABRICATION

0.125" BRACING

1"
RIGID FOAM

NOTES:

1.
2.

COLLAR TO BE FABRICATED THEN POWDER COATED.

ALL DIMENSIONS SHOWN INCLUDE THICKNESS OF POWDER COATING.
FABRICATOR IS RESPONSIBLE FOR ENSURING THE COLLAR WILL FIT OVER
THE POST WITH 0.05" TO 0.10" TOLERANCE AT TIME OF INSTALL

POWDER COATING TO MATCH SURFACE COLOR, CONTRACTOR IS
RESPONSIBLE FOR COLOR MATCHING

ALL FASTENERS AND ASSOCIATED HARDWARE SHALL BE STAINLESS STEEL
UNF TORX BOLTS ARE TO BE USED AS SET SCREWS TO REMOVE 0.05" TO
0.10" OF PLAY IN THE POSTS, WASHERS MAY NOT BE REQUIRED

IT IS EXPECTED COLLAR MUST BE INSTALLED PRIOR TO INSTALLING POST

NET POST FOOTING - POST ENLARGEMENT

SCALE: 3" = 1'-0"

TENNIS NET

3"0.D. SQUARE STEEL POST

1-3/4"x1-3/4"x0.125" ANGLE IRON
COLLAR. POWDER COAT TO MATCH
SURFACE COLOR, SEE

5" THICK POST-TENSIONED
CONCRETE SLAB

ENLARGEMENT

1|_6||®

4'_0"

2l_0ll
POST DEPTH UNLESS
SPECIFIED OTHERWISE
BY MANUFACTURER

OPPOSITE DIRECTIONS

ALL STAINLESS STEEL

©

4,000 PSI CONCRETE /

FOOTING POUR TO STABLE
UNDISTURBED SOIL

\ COMPACTED SUBGRADE

2'-6" SQUARE

NET POST FOOTING - SECTION

SCALE: 1" = 1'-0"

1-1/4" LENGTH STAINLESS STEEL

/5/16-24 UNF, TORX PLUS DRIVE,

AND 1/8" STAINLESS STEEL WASHER
(EYE BOLT NOT SHOWN IN THIS

[————0.125" BRACING, POWDER COATED

3/16-20x2-1/2" BOLT,
WASHERS, AND NUT,
STAINLESS STEEL

1-3/4"x1-3/4"x0.125" ANGLE
IRON COLLAR. POWDER
COAT TO MATCH SURFACE

COLOR, SEE ENLARGEMENT TENNIS NET
5" THICK
POST-TENSIONED _\ 1'-6"Q
CONCRETE SLAB
\ A\
A\ u \ ]
\\ o s >

2 LAYERS OF 6 MIL
POLYETHYLENE LAID IN
OPPOSITE DIRECTIONS

4I_Oll

ELASTOMERIC JOINT SEALANT %"
DEEP SEALING 1" RIGID FOAM
ISOLATION SPACER. FOAM TO BE
ON ALL SIDES AND FULL DEPTH OF
POST TENSIONED SLAB (TYP.)

2" SQUARE SCHEDULE 40
4 < GALVANIZED TUBING

6"

\ PROCESSED AGGREGATE

4,000 PSI/ 1 ﬂEﬂEﬂEﬂEﬂEﬂT "
CONCRETE FOOTING = ===

POUR TO STABLE

UNDISTURBED SOIL 2'-6" SQUARE \COMPACTED SUBGRADE

NET STRAP FOOTING - SECTION

SCALE: 1" = 1'-0"

CHAIN FENCE POST
CHAIN LINK MESH
ELASTOMERIC JOINT SEALANT (%" DEEP)

1" PREFORMED EXPANSION JOINT FILLER BETWEEN
SLAB AND FENCE POST FOOTING (FULL DEPTH FOR
d ALL SIDES IN CONTACT WITH SLAB)

SEE POST-TENSIONED SLAB
/SECTION ON THIS SHEET

5"

1= v B
'&) NK ] N SRR AT ®
A\i,‘ S B —
)
W | & 5
o ?#I e :‘75 —
~ %m‘: . . %ﬁu\:\ -
; ’\4,000 PSI
COMPACTED SUBGRADE—| —-[I—="" CONCRETE FOOTING
8"
1l_0ll
3Q.

SECTION OF POST-TENSIONED SLAB AT
FENCE POST FOOTING - INTEGRATED FENCE POSTS

2 LAYERS OF 6 MIL POLYETHYLENE LAID IN

ELASTOMERIC JOINT SEALANT %"
DEEP SEALING 1" RIGID FOAM
ISOLATION SPACER. FOAM TO BE
ON ALL SIDES AND FULL DEPTH OF
POST TENSIONED SLAB (TYP.)

POST STOP BOLT - 1/2"-13x4" HEX BOLT,
WASHER (EACH SIDE), AND NYLON LOCK NUT,

\3-1/2" SCHEDULE 40 GALVANIZED TUBING mE—
INSIDE DIMENSION OF 3.05"x3.05" ’

PROCESSED AGGREGATE

SCALE: #"=1'-0"

CHAIN FENCE POST
CHAIN LINK MESH
ELASTOMERIC JOINT SEALANT (%" DEEP)

1" PREFORMED EXPANSION JOINT FILLER BETWEEN
SLAB AND FENCE POST FOOTING (FULL DEPTH FOR
ALL SIDES IN CONTACT WITH SLAB)

SEE POST-TENSIONED SLAB
SECTION ON THIS SHEET

5"

8"

48"

40"

- \4,000PSI

- . CONCRETE
: . FOOTING

6"

—
COMPACTED SUBGRADE 12" 21 q"

SECTION OF POST-TENSIONED SLAB AT
OUTER PERIMETER FENCE POST FOOTING

- INDEPENDENT CURB AND FENCE POSTS
SCALE: %"=1'-0"

2'_0"

(2) #4 BARS (CONT.)—\

COLOR COAT (SEE SPECIFICATION)

%"® POST-TENSIONED STRAND

TENDON SUPPORT CHAIRS AT EACH STRAND CROSSING

/—5" THICK POST-TENSIONED CONCRETE SLAB

] @ 4
M 4 a4

<

s

8" THICKENED SLAB ALONG PERIMETER — 1777

2 LAYERS OF 6 MIL POLYETHYLENE
LAID IN OPPOSITE DIRECTIONS

2" SAND LAYER

ASPHALT STRIPPED AND
REMOVED, EXISTING GRAVEL
BASE TO REMAIN AND
COMPACTED TO 95%

COMPACTED SUBGRADE

1. SUBGRADE SHALL BE COMPACTED TO 95% STANDARD
PROCTOR DENSITY.

2. GRAVEL BASE SHALL BE COMPACTED TO AT LEAST 95%
MAXIMUM DRY DENSITY AS DETERMINED BY ASTM
D1557, METHOD C.

POST-TENSIONED SLAB SECTION

SCALE: %"=1'-0"

GENERAL NOTES FOR POST-TENSIONED

CONCRETE SLAB SYSTEM:

1.

10.

11.

12.

13.

14.

CONTRACTOR PERFORMING WORK SHALL HAVE A MINIMUM LEVEL 1
CERTIFICATION FROM THE POST TENSIONING INSTITUTE.

ALL POST-TENSIONING MATERIALS SHALL BE SUPPLIED BY A POST-TENSIONING
INSTITUTE (PTI) CERTIFIED PLANT.

SPECIFICATIONS: LATEST POST-TENSIONING INSTITUTE (PTI) SPECIFICATIONS

FOR UNBONDED SINGLE STRAND TENDONS AND LATEST ACI 423.7
SPECIFICATION FOR UNBONDED SINGLE-STRAND TENDON MATERIALS.

INSTALL TENDONS ACCORDING TO INSTALLATION DRAWINGS AND PROCEDURES
IN PTI'S "FIELD PROCEDURES MANUAL FOR UNBONDED SINGLE STRAND
TENDONS."

CONCRETE FOOTINGS: FENCE AND NET POST SLEEVES SHALL BE PLACED IN

INDEPENDENT ISOLATED CONCRETE FOOTINGS AND INSTALLED PRIOR TO
PLACEMENT OF POST-TENSIONED CONCRETE SLAB. POSTS AND FOOTINGS
SHALL BE SEPARATED FROM THE SLAB BY A SEALED EXPANSION JOINT.

POLYETHYLENE SHEETING: TWO (2) LAYERS OF 6 MIL POLY SHEETING LAID IN

OPPOSITE DIRECTIONS SHALL COVER ENTIRE COURT AREA UNDER SLAB.

POST-TENSIONED STRANDS: STRANDS SHALL BE 7 WIRE 1/2" DIAMETER LOW

RELAXATION SHEATHED STRANDS CONFORMING TO THE REQUIREMENTS OF
ASTM A416, LATEST REVISION, WITH A GUARANTEED MINIMUM ULTIMATE
STRENGTH OF 270,000 PSI. JACKING FORCE SHALL BE 33,000 LBS/STRAND.

STRANDS SHALL BE COATED WITH A RUST PREVENTIVE LUBRICANT AND
ENCASED IN AN EXTRUDED PLASTIC SLIPPAGE SHEATHING. THE SHEATHING
THICKNESS SHALL BE A MINIMUM OF 0.050 INCHES (50 MILS). AFTER
INSTALLING FORMS AND PRIOR TO CONCRETE PLACEMENT, SHEATHING SHALL BE
INSPECTED. DAMAGED AREAS SHALL BE REPAIRED BY RESTORING TENDON
COATING AND REPAIRING SHEATHING. REPAIRS SHALL BE WATERTIGHT AND
WITHOUT AIR SPACES. TAPE REPAIR PROCEDURES FOR SHEATHING SHALL
CONFORM TO PTI'S "FIELD PROCEDURES MANUAL FOR UNBONDED SINGLE
STRAND TENDONS."

POCKET FORMERS SHALL BE PROVIDED AT ALL STRESSING ANCHORAGES AND
SHALL BE COATED WITH FORM RELEASE AGENT PRIOR TO INSTALLATION FOR
EASY REMOVAL.

APPROPRIATE ANCHORAGES SHALL BE PROVIDED FOR DEAD END AND LIVE END
STRESSING ANCHORS.

TENDONS SHALL BE FABRICATED WITH SUFFICIENT LENGTH BEYOND THE EDGE
FORMS TO ALLOW STRESSING. A MINIMUM LENGTH OF 18 INCHES FROM EACH
STRESSING END IS REQUIRED.

TENDONS THAT ARE TO BE STRESSED FROM ONE END ONLY SHALL HAVE
FIXED-END ANCHORAGES ATTACHED TO ONE END PRIOR TO SHIPMENT.

TO MINIMIZE TENDON SEATING LOSSES, JACKS SHALL BE EQUIPPED WITH A
WEDGE SEATING DEVICE, EITHER SPRING OR HYDRAULICALLY ACTUATED. THE
USE OF JACKS WITHOUT WEDGE SEATING DEVICES WILL NOT BE PERMITTED.

PLACE CHAIRS AT THE INTERSECTIONS OF ALL TENDONS AND SECURELY TIE
TENDONS TOGETHER AND TO CHAIRS WITHOUT DAMAGING SHEATHING. PLACE
TENDONS STRAIGHT AND LEVEL. VERTICAL PLACEMENT TOLERANCE SHALL BE
WITHIN 1/2" FROM THE SPECIFIED TENDON LOCATION. TENDONS SHALL BE
INSTALLED PER THE RECOMMENDATIONS OF POST-TENSIONING INSTITUTE'S
CONSTRUCTION AND MAINTENANCE PROCEDURES MANUAL FOR
SLAB-ON-GROUND CONSTRUCTION, LATEST EDITION.

15.

16.

17.

18.

19.

20.

21.

23.

24.

25.

26.

PROVIDE PERIMETER REINFORCING BARS ALONG THE EDGES OF THE SLAB AT
ANCHORAGES. REINFORCING BARS SHALL BE PROVIDED AT ALL EDGES AT BOTH
DEAD ENDS AND LIVE STRESSING ENDS OF TENDONS.

CONCRETE: CONCRETE SHALL BE 3500 PSI WITH 3/4" AGGREGATE - AS
SPECIFIED IN ASTM C-150. CALCIUM CHLORIDE OR OTHER MATERIALS
CONTAINING CHLORIDES ARE NOT PERMITTED AS ADMIXTURES. SLAB
THICKNESS SHALL BE 5" MINIMUM AND SHALL BE POURED IN THE SEQUENCE
COINCIDING WITH THE POUR NUMBER AND LAYOUT SHOWN.

COMPRESSIBLE EXPANSION JOINT MATERIAL OR FILLER WITH A MINIMUM
THICKNESS OF 1 INCH SHALL BE WRAPPED AROUND THE FENCE POSTS, NET
POST AND POLE FOUNDATIONS FOR THE FULL DEPTH OF THE PENETRATIONS
THROUGH THE COURT SLAB. THE MATERIAL MUST BE CAPABLE OF MAINTAINING
THE MINIMUM 1 INCH DIMENSION DURING CONCRETE PLACEMENT.

AFTER FORMS ARE REMOVED AND CONCRETE HAS REACHED A MINIMUM OF 2400
PSI, TENSIONING PROCEDURE MAY BE APPLIED ACCORDING TO PTI
SPECIFICATIONS.

STRESSING POCKETS SHALL BE FILLED WITH NON-SHRINK GROUT WITHIN ONE
DAY AFTER TENDON ACCEPTANCE AND CUTTING.

NON-SHRINK GROUT SHALL CONSIST OF A HIGH STRENGTH GROUT AND SHALL
HAVE A MINIMUM 28 DAY COMPRESSIVE STRENGTH OF 8000 PSI. GROUT SHALL
BE A NON-FERROUS MATERIAL BLENDED OF CAREFULLY GRADED SILICA
AGGREGATE, SELECT PORTLAND CEMENT AND EXPANSIVE AGENTS OR
ADMIXTURES.

GROUT SHALL BE MIXED, PLACED AND CURED IN STRICT ACCORDANCE WITH THE
MANUFACTURER'S RECOMMENDATIONS. PLACEMENT SHALL BE IN A MANNER AS
TO PREVENT OR AVOID AIR POCKETS OR VOIDS.

. SURFACE COURSE: THE COLOR FINISH SHALL BE IN THE SELECTED AND

APPROVED BY OWNER. SEE PROJECT SPECIFICATIONS.

THE CONTRACTOR SHALL SURVEY, MARK, AND APPLY 2" WIDE, WHITE PLAYING
LINES ACCORDING TO THE UNITED STATES TENNIS ASSOCIATION
SPECIFICATIONS. BASE LINE SHALL BE 4" WIDE.

NETS: SEE SPECIFICATIONS.

NET POSTS: SEE SPECIFICATIONS..

CONTRACTOR SHALL PROVIDE SHOP-DRAWINGS PRIOR TO START OF WORK,
PRODUCED AND SIGNED BY A POST TENSION ENGINEER. ANY CHANGES TO THE

DESIGN STRAND SPACING OR LAYOUT MUST BE ACCOMPANIED BY DESIGN
CALCULATIONS AND CONSTRUCTION SEQUENCE.
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STONE DUST
SURFACE 7

6"

(3) 6"x6" PRESSURE TREATED TIMBERS WITH 10"
LONG HEAVY DUTY DECKING SCREWS SET 24" O.C.

18" LAP MI

NIMUM.

GRASS
4 -GRADE VARIES

<

IR0
— A.!q!s
= =l=E=E=E== PROCESSED

AGGREGATE BASE

FLUSH TIMBER CURB

NOT TO SCALE

FINISHED GRADE

4" COMPACTED
BLUESTONE SCREENINGS
CONNDOT M.01.01

¢
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135 GAL./MIN. FLOW RATE

PROCESSED AGGREGATE BASE

CONNDOT M.05.01

EIEEEEEEEEEEEEEEE IEH:%:'\
] COMPACTED SUBGRADE

STONE DUST PAVEMENT

NOT TO SCALE

NON-WOVEN GEOTEXTILE FABRIC
120LB MIN. TENSILE STRENGTH,

MURDOCK WATER FOUNTAIN

CONCRETE WATER
FOUNTAIN PAD
6" MIN THICKNESS
FINISHED GRADE —\
\

6" LAYER OF CRUSHED _)VI

STONE (ConnDOT NO.6)

IN-GROUND ANCHOR PLATE WITH /

HARDWARE PROVIDED BY MURDOCK

(3) %" FLEX DRAIN HOSES
INSIDE 2" PVC PIPE

FROST LINE

STONE DRYWELL, 10 CUBIC FEET ———=
OF CRUSHED STONE (ConnDOT
NO.4) WRAPPED IN FILTER FABRIC

NOTES:

SEE NOTE
O THREADLESS JUG FILLER
11.47"
VALVE BOX AND COVER
" ENLARGEMENT
| 36 |
| |
AN B T | 0
2 / \ Il —— 6" THREADED PVC CAP
i H \ _/
“ / o
\ VALVE BOX AND COVER BY
L] \ MURDKOCK, MODEL GVvB
SEE ENLARGEMENT FOR

~—_
N

1/2" PE PIPING /

6" WYE

H

A

21" BELOW

FRU VALVE ASSEMBLY \

FROST LINE

~H
NNl

\— PVC-6"

\ INSULATION

DIMENSIONS

~— BRICK

N VALVE BOX

1" WATER
SUPPLY LINE

%" CURB STOP

3" PRV (IF NEEDED)
3," PE TUBING

3" x 1" REDUCER

15" PE TUBING

4" SUPPLY NPT

1. INLET WATER PRESSURE MUST BE BETWEEN 40-60 PSI. INSTALL PRESSURE REDUCING VALVE IF SYSTEM
PRESSURE EXCEEDS 60 PSI AT ANY TIME.

2. PROVIDE STAINLESS STEEL TEXTURED GREEN POWDER COATED WATER FOUNTAIN AS SPECIFIED ON

THIS SHEET

3. CONTRACTOR SHALL PRESSURE TEST AND DISINFECT THE WATER LINE UPON INSTALLATION OF THE
DRINKING FOUNTAIN AND PROVIDE A WATER ANALYSIS FOR POTABILITY.

4. INSTALL FREEZE RESISTANT ADA COMPLIANT DRINKING FOUNTAIN WITH BOTTLE FILLER, PUSH BUTTON
JUG FILLER, AND IN-GROUND ANCHOR PLATE AS MANUFACTURED BY MURDOCK, MODEL
GYM75-FRU3-IAP-JFFR1 PER MANUFACTURER'S RECOMMENDATIONS.

BID ALTERNATE NO.2
FREEZE RESISTANT DRINKING FOUNTAIN

NOT TO SCALE

18"

18"

8.625" O0.D. 8" SCH. 40

/ STEEL POLE

K

-

< < <

48"
TO FINISHED GRADE

. <

36"

6"
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NOTE:

1.

ENGINEERED FOOTING DETAIL TO BE PROVIDED BY

BATTING TUNNEL VENDOR

BATTING TUNNEL FOOTING

1.

NOT TO SCALE

NOTE:

fal

fal N o N
COSTOTT DI ES AND DEJSTUNNS

Anrar Aoy — Llnaa D~ c -

CAST-IN-PLACE 4,000 PSI AND

5%-7% AIR ENTRAINED
/_CONCRETE

TENSION CABLE SUPPORT:

I/4" 7X19 GALV. AIRCRAFT CABLE WITH
/2" X 6" JAW & JAW TURNBUCKLES

REAR CROSSBAR SUPPORT:
L" (3/16" WALL) SQUARE
STEEL TUBING

STANDARD: DIRECT POLE EMBEDMENT,

STANDARD BLACK POWDER COATED FINISH

END CABLE SUPPORT:
I/4" X 7XI9 GALV. AIRCRAFT CABLE

EXTENSION ARM,
3/8 PLATE STEEL

13'H X 14'W BATTING TUNNEL NET,

HSS 8.625" X 0.322"

STEEL POLE
WITH BLACK VINYL ENCLOSED WEIGHTED

I/4" GALVANIZED CHAIN BOTTOM AND
Two (2) 4'W X 13'H OPENINGS WITH
CURTAIN STYLE EXTERIOR OVERLAP FLAPS

13'-0"

BASEBALL BATTING TUNNEL, MODEL: BTTBS -

BASEBALL TENSION BATTING TUNNEL AS

MANUFACTURED BY SPORTSFIELD SPECIALTIES,
DELHI, NY, 1-888-975-3343 OR APPROVED EQUAL.
CONTRACTOR SHALL SUBMIT CT LICENSED P.E.
SIGNED AND SEALED FOOTING DRAWINGS FOR

REVIEW AND APPROVAL.

.

NET LENGTH:
l.————BASEBALL: 75'

e Rl

BATTING TUNNEL

NOT TO SCALE

FIXED NET STABILIZER

#36 BLACK NYLON I-3/4" SQUARE MESH NET
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FORCES (1, DRILLED PIER DESIGN PARAMETERS:
POLE WIND: V,, = 125 MPH, V44 = 97 MPH (EXPOSURE C, RISK CATEGORY Il) PER
DESIGNATION | movent ) | stearv) | vermicac®) | oiamerer | eveeoment C&%?(iﬁf CONNECTICUT STATE BUILDING CODE, 2018 EDITION (IBC 2015 / ASCE 7-10).
FT-LBS LBS LBS INCHES DEPTH YD?(2.) GEOTECHNICAL PARAMETERS:
ALLOWABLE SKIN FRICTION: 0.4 KSF
LIGHT STRUCTURE T1,T3,T4,T6 18,309 736 996 36 12'-0" 23 ALLOWABLE LATERAL SOIL BEARING PRESSURE:
STEEL POLE BY — 0 PSF/FT (GRADE TO -4'-0"); 142 PSF/FT (BELOW -4'-0")
MUSCO LIGHTING T2, T5 23,161 864 1,156 42 12-0 3.3 IN ACCORDANCE WITH THE 2018 EDITION OF THE CONNECTICUT STATE BUILDING CODE,
(SEE POLE ID) CHAPTER 18.
1. ASD LOAD COMBINATION D + 0.6W.
\ VERTICAL FORCE IS WEIGHT OF DRESSED POLE (DOES NOT INCLUDE PRECAST BASE WEIGHT). DESIGN SOIL PARAMETERS ARE AS NOTED. ACTUAL ALLOWABLE SOIL PARAMETERS
\ 2. MINIMUM CONCRETE BACKFILL VOLUME, SITE CONDITIONS MAY REQUIRE ADDITIONAL BACKFILL. miTeEaEs\()%g(I)?EoDsgNP?RIEIEASESEB%ESNL%E CS:S:E?H?F?ED g?UNDATION REPORT, NO.
z A GEOTECHNICAL ENGINEER OR REPRESENTATIVE OF IS RECOMMENDED (NOT
2la REQUIRED) TO BE AVAILABLE AT THE TIME OF THE FOUNDATION INSTALLATION TO
ol VERIFY THE SOIL DESIGN PARAMETERS AND TO PROVIDE ASSISTANCE IF ANY
3|2 PROBLEMS ARISE IN FOUNDATION INSTALLATION.
|m
el ENCOUNTERING SOIL FORMATIONS THAT WILL REQUIRE SPECIAL DESIGN
a3 CONSIDERATIONS OR EXCAVATION PROCEDURES MAY OCCUR. POLE FOUNDATIONS
o |0 WILL NEED TO BE ANALYZED ACCORDING TO THE SOIL CONDITIONS THAT EXIST. IF
=l ANY DISCREPANCIES OR INCONSISTENCIES ARISE, NOTIFY THE ENGINEER OF SUCH
< | DISCREPANCIES. FOUNDATIONS WILL THEN BE REVISED ACCORDINGLY. REVISIONS
me P WILL BE ANALYZED PER RECOMMENDATIONS DIRECTED BY A REGISTERED ENGINEER.
o
ALL EXCAVATIONS MUST BE FREE OF LOOSE SOIL AND DEBRIS PRIOR TO
FOUNDATION INSTALLATION AND CONCRETE BACKFILL PLACEMENT. TEMPORARY
] PRECAST BASE IDENTIFICATION CASINGS OR DRILLERS SLURRY MAY BE USED TO STABILIZE THE EXCAVATION DURING
2 iy INSTALLATION. CASINGS MUST BE REMOVED DURING CONCRETE BACKFILL PLACEMENT.
N i PRECAST PRECAST precAsT | ProsecTion | stanoarp | ouTsioe CONCRETE BACKFILL MUST BE PLACED WITH A TREMIE WHEN SLURRY OR WATER IS
: N SOlL BACKFILL BASE TYPE |BASE WEIGHT |BASE LENGTH|ABOVE GRADE| EMBEDMENT | DIAMETER PRESENT WITHIN THE EXCAVATION OR WHEN THE FREE DROP EXCEEDS 6-0".
., . )
= B SEE NOTE BELOW 3B 2,470 LBS 200" 120" 13.38" CONTRACTOR MUST BE FAMILIAR WITH THE COMPLETE SOIL INVESTIGATION REPORT
|2 L AND BORINGS, AND CONTACT THE GEOTECHNICAL FIRM (IF NECESSARY) TO
al? . . UNDERSTAND THE SOIL CONDITIONS AND THE POSSIBILITY OF GROUND WATER
afy > .. LIGHT STRUCTURE PUMPING AND EXCAVATION STABILIZATION OR BRACING DURING PRECAST BASE
=13 4 W " PRECAST BASE BY INSTALLATION AND PLACEMENT OF CONCRETE BACKFILL.
pd -
al6 . B (“’S';léSECI%tE:;')T)'NG CONCRETE:
e CONCRETE SHALL BE AIR-ENTRAINED AND HAVE A MINIMUM COMPRESSIVE DESIGN
=0 - = STRENGTH AT 28 DAYS OF 3,000 PSI. 3,000 PSI CONCRETE SPECIFIED FOR EARLY POLE
x|3 ERECTION, ACTUAL REQUIRED MINIMUM ALLOWABLE CONCRETE STRENGTH IS
i g . » CONCRETE 1,000 PSI. ALL PIERS AND CONCRETE BACKFILL MUST BEAR ON AND AGAINST FIRM
N R B BACKFILL UNDISTURBED SOIL.
oo L by
= = L K GENERAL NOTES:
w : FIXTURES MUST BE LOCATED TO MAINTAIN 10'-0" MINIMUM HORIZONTAL CLEARANCE
D "
e . POLE IDENTIFICATION FROM ANY OBSTRUCTION. ENGINEER MUST BE NOTIFIED IF FOUNDATIONS ARE NEAR
) - <JNDISTURBED ANY RETAINING WALLS OR WITHIN / NEAR ANY SLOPES STEEPER THAN 3H : 1V. POLES,
2 IN-SITU SOIL—. POLE POLE PRECAST FIXTURE FIXTURE AND | | FIXTURES, PRECAST BASES, ELECTRICAL ITEMS AND INSTALLATION PER MUSCO
: : S CONFIGURATION | ACCESSORIES| | L iGHTING
- DESIGNATION TYPE | BASETYPE | iy pER XARM) EPA (FT?) :
Lt o T1,T3,T4, 76 LSS40B 3B 2(2) 5.0
T2, T5 LSS40B 3B 4(4) 8.5
DRILLED PIER DIAMETER I,
(SEE POLE FNDTN. SCH.) \““\c\f cowmsé;%
@“ .n‘...."-_ % ’9
ST
g » -
POLE FOUNDATION ELEV. S5 e Y
s ik S 1Rz
SCALE: NOT TO SCALE S43 Sofa 3 E
R ol
SOIL BACKFILL NOTE: 29 % No- 2""2{,7 SE§
THE TOP TWO FEET OF ANNULUS SHALL BE BACKFILLED WITH 2 Ok HJCENSE 4o
SOIL, WITH A CLASSIFICATION OF CLASS 5 (TABLE 1806.2) OR ¢ X 2
BETTER. COMPACTION, 95% FOR COHESIVE SOIL AND 98% a2, - 19 JA
FOR A COHESIONLESS SOIL BASED UPON STANDARD

KYLE G. LACINA - NO. 24187
LICENSE RENEWAL DATE: JANUARY 31, 2022
STRUCTURAL ENGINEERS, P.C. - COA NO. 1067

SCALE: SEE PLAN
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